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GOVERNMENT OF KHYBER PAKHTUNKHWA
IRRIGATION DIVISION DISTRICT ORAKZAI
NOTICE INVITING E -BIDDING (SINGLE STAGE SINGLE ENVELOP) EPAD SYSTEM

Irrigation Department, Government of Khyber Pakhtunkhwa, Orakzai Irrigation Division invites (Electronic Bids)
on EPAD System Single Stage Single Envelope procedurehéoifallowing works from the eligible firms
/contractors who have renewed their enlistment and PEC license in relevant category for the y&ar 2026
registered with the Khyber Pakhtunkhwa Revenue Authority (KPRA) and active tax payer list of Income Tax
Department.

E/Cost 2% E/Money Cost Tender
S# | Name of Work/Sub Work. (Rs. In M) + St_amp Form F_ee

) Duty (in Rs) | @0.03% (in Rs
CONSTRUCTION OF SOLAR BASED IRRIGATION TUBE WELL & SOLARIZATION OF
A | EXISTING ELECTRICITY TUBE WELLS IN MERGED DISTRICTS ON NEED BASIS ADP
NO.250066202627

Category / PEC
Relevant Code

C5 & above
1 | Packagedl, ADP No. 250066(20287). 29.309 626180 8793 (CE-04, EE11)

C6 & above
2 | PackageD2, ADP No. 250066(20287). 18.1% 403100 5446 (CE.04, EE11)

TERMS AND CONDITIONS

Last daé & time for submission of Bids 38-09-2026 at 12:00 (Noon) and will be opened on the sdayeat12:30 PM.
Bidding Solicitation Documents alongwith the bidding criteria and instruction to bidders and Terms & Conditions
downloaded from official ERDS website and Irrigation Department website (www.irrigation.gkp.pk) as well as KF
website (kppra.gov.pk).

Original Call Deposit from schedule bank, attested copy of PEC registration, CNIC, NTN, and KPPRA Registrat
be submitted in sealed envpby post/courier/representative so as to reach to the office of undersigned on or be
fixed date and time as mentioned above.

For Additional Security in case of abnormally low bids KAPRA Notification S.R.O (14)/vVa41202122, Dated: 1@5
2022shall be enforced.

Prebid meeting will be held 087-08-2026 at 11:30 AMn the office of the undersigned.

If the evaluated electronic bid costs of two or more than two bidders are equal, then the successful bid will be
through draw.

Bid will be valid for 90 Days.

As per KPPRA Notification No. S.R.O (29)/Vold0/202526/699711, dated: 29.10.202&l) conditions of the notificatior
regarding debarred and blacklisting would be applicable.

All the prevailing KPPRA rules / Act and other Govt: nigtitions issued from time to time shall be applicable.

Bid shall be accompanied with 0.03% of Estimated Cost as tender entry fee in a shape of separate CDR whi
refundable. Non submission would lead to bid rejection.

EXECUTIVE ENGINEER
IRRIGATION DIVISION
DISTRICT ORAKZAI
(PHONEN0.0925690184)


mailto:irrigation.orakzai@gmail.com

PREFACE

The Khyber Pakhtunkhwa Standard Bidding Docum@iBSBDs) have
prepared, intended to be used by Procuring Entities as defined in the
Procurement Ruse 2014, and other users according to their requiremer
document is envisaged for National Competi®reding (NCB), and
Competitive Bidding (ICB), meant for Small Works up to R Million
(constructorsegiseredwith PECandtheProcuringentity havingwork capacity

of constructiorcostupto Rs.100Million), andmaybetailoredaccordingo the

of work as well as procurement on International Competitive (ICB)

funded by intenational financial institutions / donors, with payments in
currencieS. The users are then to tailor the relevant clauses to st

requirements , e .
including appropriate modification in the relevant sections of the documents.

The Procuring Entity is expected to manage the contract itself, and the role of an
Engineer may be added by the users, if the Procuring Entity wishes to engage a
Consultant. e role of an Engineer with specific delegated powers under various
clauses of Instructions to Bidders (IB), such as clarifications of bid solicitation
documents, amendment of bid solicitation documents, evaluation of bids etc., and
to administer the cordct under various clauses of Conditions of Contract (CoC)
should be specified.

This document is harmonized with the KP Public Procurement Rules, 2014, and
Pakistan Engineering Council (PEC) Guidelines.

This document is prepared under Section 5(b) of the KPPRA Act, 2012, appro
the Board of Directors of the KPFPRA, and notified by the KIPPRA vide it
Notification No. KPPRA/M&E/SBDs/41/2015 Dated Peshawar the May 03, 201

It is, therefore, mandatory for all procuring entities in the Khyber Pakhtunkhwa to use
document for procurement of works for smaller contracts/projects up to Rs. 1@hMill

Any suggestions for improvement shall be apprediathese may be addressed to
the Managing Director KPPRA Government of Khyber Pakhtunkhwa Peshawar (e
mail).


http://kppra.gov.pk/kppradonwloads/downloads/752698SBDsNotification.pdf/
http://kppra.gov.pk/kppradonwloads/downloads/752698SBDsNotification.pdf/

KPPRA NOTIFICATION
(Updated from Time to Time)



GOVERNMENT OF KHYBER PAKHTUNKHWA,
KHYBER PAKHTUNKHWA
PUBLIC PROCUREMENT REGULATORY AUTHORITY

Peshawar, the May 10, 2022 / 6

NOTIFICATION
S.R.O. (14)/Vol: 1-24/2021-22: In exercise of the powers conferred under Section :35-A of
the Khyber Pakhtunkhwa Public Procurement Regulatory Authority Act, 2012 (Khyber
Pakhtunkhwa Act No. XI of 2012) the Authority has been pleased to issue the following

regulation, namely: -

1. Short title and commencement.- (i) This regulation may be called the Khyber
Pakhtunkhwa Public Procurement Regulation No. XIV 2022.

(ii) This shall come into force at once.

2. Matters pertaining to Additional Security in case of abnormally low bids.- This

regulation relates to the matters pertaining to Additional Security submitted by the bidders in

procurement of works.

The contractors quoting their bids up to a limit of 10% below Engineer estimate shall
submit bid security @ 2% only of Engineer Estimate.

The contractors quoting their bids more than 10% below upto 20% below on
Engineers’ Estimate shall submit along with their bids 8% Additional Security of
Engineer's Estimated cost in addition to 2% bid security. If the bid is not
accompanied with the required amount of additional security then it will be
considered as non-responsive and the 2% bid security shall be forfeited in favour of
Government and the second lowest bidder and so on will be considered accordingly.

[Similarly, a contractor quoting bid more than 20% below shall submit with his
bid an additional security on Engineer's Estimated cost equal to the
differential amount of submitted bid and Engineers’ Estimate along with
detailed rate analysis]'. In case of more than 20% below bids, if the bid is not
accompanied by the detailed rate analysis and / or required amount of additional
security, then the said bid shall be considered as non-responsive. All the securities
submitted along with such non-responsive bid shall be forfeited in favour of
Government and the 2™ lowest bidder and so on will be considered accordingly.

In case detailed rate analysis submitted with the bids is, in view of the Procuring

iv.
Entity, not convincing, the Head of the Procuring Entity may declare such bid as non-
responsive without any forfeiture of bid securities and record reasons thereof.

v.  The procuring entity may offer the contract to next lowest bidder after due diligence

in the context of financial difference between such two bids or may advertise
procurement opportunity afresh. :

! Differential amount; If a contractor quote, e.g. 25% below engineer estima then
security and 25% additional security of engineer estimate. Wi he has to deposit along with his big 2% bid



vi.  After commencements of work by the successful bidder, the procuring entity may
replace the Additional Security with a bank guarantee of the same amount from the
scheduled bank; if the already deposited security is not in the form of bank
guarantee.

vii. The Additional Security shall be released to the contractor in four installments i.e. 1
installment of 25% to be released upon completion of 25% of the project, 2
installment of 25% to be released upon completion of 50% of the project, 3™
installment of 25% to be released upon completion of 75% of the project and the 4
instaliment of 25% to be released after 100% completion of the project. '

viii. All previous orders, instructions and regulations issued regarding additional security

shall stand superseded.

-SD-
Managing Director
KPPRA
ENDST: No. As above: Peshawar, the May 10, 2022

Copy forwarded to:-

1. The Additional Chief Secretary (P&D) Department, Govt. of Khyber Pakhtunkhwa.

2. The Administrative Secretaries (C&W, Irrigation, Public Health Engineering and Local
Government, Elections & Rural Development Department) Khyber Pakhtunkhwa with
request to circulate the same to their downstream formations for compliance.

. The Principal Secretary to Governor, Khyber Pakhtunkhwa.

The Principal Secretary to Chief Minister, Khyber Pakhtunkhwa.

The Inspector General of Police, Khyber Pakhtunkhwa.

. The Secretary Provincial Assembly, Khyber Pakhtunkhwa.

. The Accountant General, Khyber Pakhtunkhwa.

The Registrar, Peshawar High Court, Peshawar.

9. All Commissioners and Deputy Commissioners in Khyber Pakhtunkhwa.

10. PSO to Chief Secretary, Govt. of Khyber Pakhtunkhwa.

11. All Heads of Autonomous/Semi-Autonomous Bodies in Khyber Pakhtunkhwa.

12. Director, Treasuries & Accounts with request to circulate the same to all DAOs &

Treasuries Officers in Khyber Pakhtunkhwa.
13. The Section Officer (Admn), Finance Department, Govt. of Khyber Pakhtunkhwa
with respect to his office letter No. SO(A)/FD/1-40/2022, dated 22.04.2022.

14. Manager, Stationery and Printing Press Khyber Pakhtunkhwg, fo inti i
official gazette. + for printing in the

NG A W

ULLAH
Assistant Director (M&E), KPPRA



INSTRUCTIONS TO
USERS OF THIS DOCUMENT



INSTRUCTIONS TO USERS OF THIS DOCUMENT
(Not to be included in Bid Solicitation Documents)

A Basis ofDocuments

This Document has been prepared, intended to be used by users/procuring entities according to
their requiremets in the Khyber Pakhtunkhwa. This document is envisaged for NCB and ICB,
meant for use in Works costing up to Rs. 100 Million, and may be tailored according to the
scope of works as well as in case of contracts on International Competitive Bidding éKI) b
funded by international financial institutions/donors, with payments in foreign currencies. The
users/ procuring entities are then to tailor the relevant clauses to suit their requirements
including appropriate modifications in the relevant sectadiie documents in the light of this
document.

The Procuring Entity is expected to manage the Contract itself. The role of an Engineer may
be added by the user/procuring entity, if the Procuring Entity wishes to engage a consultant.
The role of an Engirer with specific delegated powers under various clauses of Instructions to
Bidders such as clarifications of bid solicitation documents, amendment of bid solicitation
documents, evaluation of Bids etc., and to administer the Contract under various afauses
Conditions of Contract (CoC) should have been specified.

B. Contentsof Documents

As stated in Clause IB.4 of Instructions to Bidders, the complete Bidding Documents in
addition to Invitation for Bids shall comprise items listed therein including angrafiohn to
Bidding Documents issued in accordance with Clause IB.6. The Standard Form of Bidding
Documents (For Smaller Contracts) includes the following:

Instructions to Bidders & Biddirigata
Form of Bid & Schedules tBid
Conditions of Contract & ContréData
Standardrorms

Specifications

Drawings, ifany

Ok WwWNE

In addition, instructions to users are also provided at various locations of this doautiment
parenthesisr asaNote(s).Usersareexpectedo editor finalize this documentccordingly by

filli ng all the blank spaces and forms, deleting all notes and instructions intended to help the
users.

The user is required to prepare the following for completion of the Bidding Documents:
() Invitation forBids

(i) BiddingData
(i) Schedules to BifSamples)



(V) Schedle of PricegFormat)
() ContracData

(M) Specifications

M) Drawings, ifany

The

C.
1

10.

User6s attention is drawn to the foll ow
Invitation for Bids
The Al nvitation for Bidso i s meraln t for

newspapers, as well as on website of theFHRA (www.kppra.gov.pk), and the
procuring entityos website.

As per Rule 19 (1) of the KP Public Procurement Rules, 2014, Procurement from

Rs. 0.5 Million to Rs. 5 million shall be posted on the procurimge t y6s websi
and the KFPPRAGOsSs website. These procurement
advertised in print media, if deemed necessary by the procuring entity.

The blank spaces wherever shown are required to be filled by the procuring entity
before issuareof Bid Solicitation Documents.

The Procuring Entity may modify pafia of Invitation for Bids as per its
requirementncluding the requirement of the KIPPRAtherein.

The notice should be published so as to give the prospective beld&csent
working period for preparation, and submission of their bids. However, under no
circumstances the response time shall be less than fifteen days for NCB, and thirty
days for ICB from the date of publication of advertisement on the®KPR A 0 s
website or notice ithe newspaper, whichever is later, as the case maybe.

The eligible bidders are defined in Clause IB 2 of Instructions to Bidders. The text
of Clause can be amended by the Procuring Entitleamedappropriate.

The nonrefundable fee for the sale of BiSolicitation Documents should be
nominal, so as to cover printing/reproduction costs, and to ensure that only bona
fide bidderswill apply.

The amount of Bid Security should be 2% of the estimated cost, as per Rule 20(1)
of the KP Public Procuremenukes, 2014, and should be in accordance with Sub
clause 13.1 of Instructiorie Bidders.

If the venue of receipt of bids and the opening of bids is the same, the times for
receipt and opening of bids are to be entered in last para of the InvitatialuerSi
otherwise indicate the name, address and exact location for the opening of bids.
However, the last date for tiheceipt and the opening of bids shall be same, as per
Rule 37(6) of the KP Public Procurement Rules, 2014.



D. Instructions to Bidders

These Instructions to Bidders will not be part of Contract and will cease to have effect
once the Contract is signed along with Bidding Data.

The Instructions to Bidders can be used as given. Users may have to make changes under
Bidding Data.

TheProcumg Enti ty/ Engi neer, shal eReisepeavers of thegingery e , i f
under and in connection with Clauses IB.5, IB.6, 1B.16, etc. In case an Engineer has been
appointedytheProcuringentity, theaforesaictlausesnaybemodifiedaccordindy to specify

the role of the Engineer by the Procuring Er
exist, except Sullause 1.1.20 & Clause 15 of Conditions of Contract and Item 1.1.20 of
Contract Data, shall meleted.

E. Bidding Data

The blank paces wherever shown in Bidding Data are required to be filled by the
Engineer/Procuring Entity before issuance of Bid Solicitation Documents.

1 SubClause 10.3 of Instructions to Bidders may be retained or modified by
the Procurindentity.
2. Procuring Entityshould insert required experience in STiusd.1.2.
3 Referringto Sub-Clausel4.1 of Instructionsto Bidders,the periodof bid
validity may range from 60 to 90 days for procurement of Small Works.
Number of days would be filled in as per Procurrgity requirements
4. SubClauses 16.3 to 16.9 of Instructions to Bidders may be retained or modified by the
Procuring Entity in accordance with his requirements, particuarby/Clause
16.8 may be modified in case deviation in payment schedule is ablzept

F. Schedules tdBid

1 Specimen of Schedules to Bid including format of Schedule of Prices are provided in this
document. The Procuring Entity can add/delete/modify as per its requirement

2. The blank spaces wherever shown are required to be filled by the
Engineer/Procuring Entity before issuance of Bid Solicitation Documents
except those required to be provided by the bidder(s).

G. Conditions of Contract

TheU s e atténionis drawnto the Prefaceandit is onceagainemphasizedhat while
preparing Comtict Data, no Clause of Conditions of Contract should be deleted and
thatthe changesncluded inContractDatashouldbe suchasnot to changehespirit of

the document. Any adjustment or change in clauses of Conditions of Contract to meet
specific projet features shall be made with care and incorporated in CaDatact



H. Contract Data

The blank spaces wherever shown are required to be filled by the Engineer/Procuring Entity
before issuance of Bid Solicitation Documents.

Referring to SukClausel.1l.1 of Conditions of Contract, the Engineer/Procuring Entity may
add, in order of priority, such other documents as form part of the Comr&etbClause 1.3
of the Contract Data.

2 The Procuring Entityds Repr e sféeaePrecaringy e, i f
Entity under and in connection with S@auses 1.3, 2.3, 4.2,4.3,5.1,7.3,8.2,9.1, 9.2,
10.1,10.2. 10.5,11.1,11.5, 12.1, 13.2 and 14.1 of the Conditions of Cointcastean
Engineerhas beenappointedby the ProcuringEntity, the aforesaidclausesmay be
modified accordingly by thBrocuring Entity

3 The sum insured for different insurances including minimum amount of third party
insurance should be assessed by the Engineer/Procuring Entity and entered in Contract
Data.

4 The timefor completion of the whole of the Works should be assessed by the

Engineer/Procuring Entity and entered in the Contisdt.

5. The Conditions of Contract cont ai n amoont
of liquidated damages per day of delay shall be entered by the

Engineer/Procuring Entity in Contract Data. Usually the tigted damages
are set between 0.05 percent to 0.10 percent per day, and the maximum limit
is 10 percent of the Contract Price.

5. Any amendment and/or additions to the Conditions of the Contract that are
specific toa given Bid/Contract should be includegithe User/Procuring

Entity. Terms of Payment should be prepared and incorporated in Contract
Data by the Engineer/Procuring Entity.

a TheEngineer/Procuringntity to makesurethatall taxesanddutiesare
included by the Bidders/Contractors in tipeices.

Specifications
To be prepared and incorporated by the Engineer/Procuring Entity

J. Drawings

To be prepared and incorporated by the Engineer/Procuring Entity, if required.
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INVITATION FOR BIDS

Date:
Bid ReferenceNo.:

1. The Executive Engineelrrigation Division District Orakzaj invites sealed bids from eligible
bidderslicensed by the Pakistan Engineering Council in the appropriate catagdfgr dulypre-
qualified (f pre-qualification is done for specific scheme/projegith the Procuring Entity for the
Worksas per WI. And which will be completedn days.

2. A complete set of Bid Solicitation documents may be obtained by interested bidders on
submission of a written application to the office address given below, and upon payment
of a nonrefundable fee of R9.03% of the Estimated Cost in shape of Call Deposit Receipt,

Demand Draft oPay Order, favoring XENrrigation DivisionOrakzaito be issued by a schedul!
Bidders may collect the Bid Solicitation Documents Irrigation Or KPPRA Official Wtebs

3. All bids must be accompanied by a Bid Security @ 2% of the estimated cost in shape of
Call Deposit Receipt issued from the bank account of the biddemasidbe delivered to
(Office of theExecutive Engineetrrigation Division District Orakai on or before
on (08/09/202612:00 PM). Bids will be opened 42:30PM on the same day.

4,

proposals at any time prior to the acceptance of ammlaposal under Rule 47 of the KP Pu
Procurement Ruleg014.

Note: 1. The Procuring Entity to enter the requisite informatioblank spaces

2. The bd shall be opened at least thirty minutes aftedtelline for
submissiorof bids.

12
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(Note:

IB.1

11

1.2

IB.2

INSTRUCTIONS TO BIDDERS

Theselnstructiongo Bidders(IB) alongwith Bidding Datawill notbe partof
Contract and will cease to have effect once the Congaagned.

A. GENERAL
Scope of Bid & Source of Funds

Scope of Bd
The Procuring Entity as defined in tl

Enttyo) wi shes to receive Bids f ®atat he
(hereinafter referred to as fAthe Worl

Bidders must quote for the complete scopwork. Any Bid covering partial scope of
work will be rejected as neresponsive.

Source of Funds

The Procuring Entity has arranged funds from its own sources. [or any other sourc

which may be indicated accordinglkPP Government Khyber Pakimkhwa.

Eligible Bidders

Bidding is opened to all bidders meeting the following requirement

duly licensed by the Pakistan Engineering Council (PEC) in the appropriajergate
for value of Works (iipplicable).

duly registered with th&hyber Pakhtunkhwa Revenue Authority for the pugpos
Sales Tax oBervices.

1. Duly valid licensed by the Pakistan Engineering Council (PEC) in the appropri

2. category for value of Work & having Specialization Code (mentioned as per
NIT/BSD)

3. Duly enlistedwith theProvincial Govenment(Works Deptt:)

4. NTN Register withUp todateonline / Active Status.

5. Bidderare required to submit relevant documentthe department along with abt
documents for the purpose of evaluation.

Cost of Bidding-

3.1

The hbdder shall bear all costs including bid solicitation documents fee (nominal so
cover printing/reproduction and mailing costs) and other costs associated wil
preparation and submission of its bid and the Procuring Eniitynwno case be
responsible or liable for those costs, regardless of the conduct or outcome of the
process.

15



B. BIDDING DOCUMENTS

IB.4 Contents of Bidding Documents

In addition to Invitation for Bids, Bid Solicitation Documents Hrese stated
below, and should be read in conjunction with any Addendum/Corrigendum issued in
accordance with SulClause 1B.6.1

1 Instructions to Bidders & Biddirigata
2. Form of Bid & Schedules to Bid
Schedules to Bid comprigke

following:
(i) Schedule A: Stedule oPrices
(if) Schedule B: Specific Worlk3ata
(iii) Schedule C: Works to be Performed3mpcontractors
(iv) Schedule D: Proposed Programabrks
) Schedule E: Method of Performiprks
(Vi) Schedule F: Integritiact
3. Conditions of Contract & Contralbata
0] GeneralConditions of Contract,Partl (GCC)
(i) ParticularConditionsof ContractPartll (PCC).

4. Standardrorms:
() Form of BidSecurity
(i) Form of Performanc8ecurity

(iv) Form of Bank Guarantee for Advance Payment

5. Specifications
0] Special Provisions
(i) Technical Provisions

6. Bill of Quantity
7. Drawings, ifany

IB.5 Clarification of Bid Solicitation Documents
5.1A prospective bidder requiring any clarification(s) in respect of the Bid
Solicitation Documents may notify the Engineer/Procuring Entity at the
Procuring Endstgddr Esgineeéi cated in th

8. The Engineer/Procuring Entity will respond to any request for clarification(s),
which it receives earlier than seven (7) days prior to the deadline for the
submi ssion of Bids. Copihnestgfost hesphroagist
be forwarded to all prospectibedders.at least five (5) days prior to dead line
for submission of Bids, who have received the Bid Solicitation Documents
including a description of the enquiry but without identifying its source.

16



IB.6 Amendment of Bid Solicitation Documents

61

62

63

IB.7
7.1

IB.8
81

At any time prior to the deadline for submission of Bids, the Procuring Entity
may, for any reason, whether at its own initiative or in response to a
clarification(s) requested by a prospective bidder, modifyBite Solicitation
Documents by issuingddendum/corrigendum.

Any addendum/corrigendum thus issued shall be part of the Bid Solicitation
Documents pursuant to SuBlause 6.1 hereof, and shall be communicated in
writing to all buyers of the Bid SolicitatoDocuments.

To afford prospective bidders reasonable time in which to take an
addendum/corrigendum into account in preparing their Bids, the Procuring Entity
may at its discretion extend the deadline for submission of Bids.

C. PREPARATION OF BIDS

Language ofBid

The bid prepared by the bidder and all correspondence and documents relating to

the Bid, exchangelly the bidderandthe ProcuringEntity shall bewritten in the

English language, provided that any printed literature furnished by the odge

be written in another language so long as accompanied by an English translation

of its pertinent passages in which case, for purposes of interpretation of the Bid,

the English translation shgtbvern.

DocumentsAccompanyingtheBid

The bid prepred by the bidder shall comprise the followtognponents:

@ Submitawritten powerof attorneyauthorizingthe signatoryof thebid to act
for and on behalf of the bidder (if any);

(b) update the information indicated and listed in the Bidding Data and
previowsly submitted with the application for prequalification, and continue
to meet the minimum criteria set out in the prequalification documents which
as a minimum, would include the following:

(1) Evidence of accessto financial resources
along with average annwal construction
turnover;

(i) Financialpredictionsfor the currentyearand
thetwo following years including the effect of
known commitments;

(i)  Work commitmentssinceprequalification;

(iv)  Currentlitigation information;and

(v)  Availability of critical

equipmentand

(b) furnishatechnicalproposatakinginto accounthe
variousAppendicedo Bid specially the following:

17



8.2

©
@)

AppendixE to Bid Proposed Construction

Schedule Append#e to Bid Methodof

Performingthe Work AppendixG to Bid List

of Major Equipment AppendiK to Bid

Organization Chart for SupervisoBfaff

andotherpertinentinformationsuchasmobilizationprogrametc;
FurnishatechnicalproposakonsideringhevariousAppendicego Bid
specially the following:

AppendixE to Bid Proposed Construction SchkdAppendixF to BidMethodof
Performingthe Work AppendixG to Bid List of Major Equipment AppendiX to
Bid Organization Chart for Supervisa®aff andotherpertinentinformationsuch
asmobilizationprogrametc;

Bids submittedby a joint ventureof two (2) or morefirms shall comply with the
following requirements:

@

®)

©

the bid andin caseof a successfubid, the Form of Contract
Agreementshall be signed so as to be legally binding on all
partners;

oneof thejoint venturepartnersshall be nominatedasbeingin
chargeandthis authorization shall be evidenced by submitting a
power of attorney signed by legally authorized signatories of all
the joint venture partners;

the partnein-charge shall always be duly authorized to
deal with the Procuringentity regardingall matters
relatedwith and/orincidentalto the execution of Works

as per the terms and Conditions of Contract and in this
regard to incur any and all liabilities, receive instructions,
give binding undertakings and receive payments on
behalfof the joint venture;

(c) all partnerof thejoint ventureshall at all times and under
all circumstances be liabjeintly and severally fothe
execution othe Contract in accordance with the Contract
terms and a statement to this effect shall be included
the authorizatiomentionedunderSub-Para(b)aboveas
well asin the Form of Bid and in the Form of Contract
Agreement (in case of a successful bid); and

a copy of the agreement entered into by the joint venture partners

shall be submitted with thedstating the conditions under which

it will function, its period of duration, the persons authorized to

represent and obligate it andthich persons will be directly

responsible for due performance of the Contract and can give
valid receipts on behalf ohé joint venture, the proportionate
participation of the several firms forming the joint venture, and
any other information necessary to permit a full appraisal of its
functioning. No amendments / modifications whatsoéwvehe

joint ventureagreement shiabe agreed to between the joint

venture partner without prior written consent of the Procuring

Entity.
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8.3  Bidders shall also submit proposals of work methods and schedule, in
sufficient detail to demonstrate the adegq
med the technical specifications and the completion time referred to in
SubClause 1.2 hereof.

IB.9 Sufficiency ofBid

a1 Each bidder shall satisfy himself before bidding as to the correctnessand
sufficiencyof his Bid and of the rates and prices enteretiénSchedule of Prices,
which rates and prices shall except in so far as it is otherwise expressly provided
in the Contract, cover all his obligations under the Contract and all matters and
things necessary fainepropercompletionof theWorks.

92 The bidderis advisedto obtainfor himself at his own costandresponsibilityall
information that may be necessary for preparing the bid and entering into a
Contract for execution of th&/orks.

IB.10 Bid Prices, Currency of Bid and Payment

101 Thebiddershall fill up the Scheduleof Prices(ScheduleA to Bid) indicatingthe
unit rates and prices of the Works to be performed under the Contract. Unit rate
offered for an item shall be considered upto two significant decimal places for
evaluation purposedsy the Procurig Entity. Prices in the Schedule of Prices shall
be entered keeping in view the instructieostainedn the Preambldo Schedule
ofPrices.

102 Unlessotherwisestipulatedin the Conditionsof Contract,pricesquotedby the
biddershall remain fixed duringte bi dder 6s performance of
subject to variation on aaccount.

103  The unit rates and prices in the Schedule of Prices shall be quoted by the bidder in
the currency as stipulated in BiddiDgta.

IB.11 Documents Est abl gibdithandQualiicatdnder 6 s EI i

111 Pursuant to Clause IB.8, the bidder shall furnish, as part of its bid, documents
establishing the bidderds eligibility to
Contract if its bid is accepted.

112 Bidder/Manufacturer must passs and provide evidence of its capability and the
experience as stipulated in Bidding Data and the Qualification Criteria stipulated
in the Bid Solicitation Documents.

IB.12 Documents Establishing Worksd Conformity tc

113 The documentare vi dence of the Worksé conformit
Documents may be in the form of literature, drawings, and data, and the bidder
shall furnish documentation as set out in Bidding Data.

121 The bidder shall note that standards for workmanship, masega¢quipment and
referenceso brandnamesor cataloguaanumbersf any, designatetbytheProcuring
Entity in the Technical Provisions are intended to be descriptive only and not
restrictive.
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IB.13 Bid Security

131 Eachbiddershallfurnish,aspartof his bid, a Bid Securityasstipulatedn Bidding Datain
the form of Call Deposit Receipt or a Bank Guarantee issued by a Scheduled Bank in
Pakistan, in favour of th&€EN Irrigation DivisionDistrict Orakzaivalid for a period up to
twenty-eight (28) days bgond the bid validity date. Thieid securityshall be submitted
from the accountof the bidder,who submitsthebid. Any bid not accompanied by an
acceptable Bid Security shall be rejedigdhe Procuring Entity asonresponsive.

132  The bid securities ofnsuccessful bidders will be returned upon award of
contracto the successful bidder or on the expiry of validity of Bid Security
whichever i®arlier.

133 The bid securityof successfubidder be retainedwith the ProcuringEntity till
completion of the defa liability period and the amount of guarantee will be
reduced by aequivalent amount

134  The Bid Security may Herfeited:

@ if a bidder withdraws his bid during the period of kalidity; or

(9) if a bidder does not accept the correction of his Bid Prigesyant tGub
Clause
16.4 (b) hereof; or

© in the case of a successful bidder, iffaiés to:

(i) furnish the required Performance Security in accordance
with Clause 1B.210r

(it) sign the Contract Agreement, in accordance with-Slalnses
IB.20.2 & 20.3.

IB. 14 Validity of Bids, Format, Signing and Submission of Bid

14.1 Bids shall remain valid for the period stipulated in the Bidding Data after the
dateof bid opening.

142  All Schedules to Bid are to be properly completed signed

14.3 No alterationis to be madein the Form of Bid exceptin filling up the blanksas
directed.If any alteration be made or if these instructions be not fully complied
with, the bid may be rejected.

14.4 Each bidder shall prepare Original and number of copies specified in the Bidding

Data of thedocuments comprising the bid as described in Clausealzi8
clearly mark themiit ORI GI NALO and ACOPYO as appropri

discrepancy between thetimg original shall prevail.
2 Insertecby KPPRANGtification No. KPPRA/M&E/Estt:/:12/201718 dated April 05,2018.

145 The original and all copies of the bid shall be typed or written in indelible ink and
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shall be signed by a person or persons duly authorized to sign (in the case of copies,
Photostats are also acceptable). This shall be indicatedboyiting a written

Power of Attorney authorizing the signatory of the bidder to act for and on behalf
of the bidder. All pages of the bid shall be initialed and official seal be affixed by
the person or persons signing the bid.

146 The Bid shall be delivereid person, through courier service or sentegistered
mail, or as specifically instructed by the Procuring Entity otherwise, at the address
to Procuring Entity as given in Biddibata.

D. SUBMISSION OF BID

IB.15 Deadlinefor Submission, Modification & Withdrawal of Bids

151 Bids must be received by the Procuring Entity at the address provided in Bidding
Data not later than the time and date stipulated therein. In the event of the specified
date for the submission of bids declared a holiday for the Prodanitity, the Bids
will be received up to the appointed time on the next working day.

152 Bids submitted through telegraph, telex, fax -on&l shall notoe considered

153 Any bid received by the Procuring Entity after the deadline for submission
prescribed in Biding Data will be returned unopened to snidder.

154  Any bidder may modify or withdraw his bid after bid submission provided that the
modification or written notice of withdrawal is received by the Procuring Entity
prior to the deadline for submissiorbafs.

155 Withdrawal of a bid during the interval between the deadline for submission of
bids and the expiration of the period of bid validity specified in the Form of Bid
may result in forfeiture of the Bid Security pursuant to-8lduséB.13.5(a).

E. BID OPENING AND

EVALUATION IB. 16 Bid Opening, Clarification and

Evaluation

16.1 The Procuring Entity will open the bids, in the presence of bidders or their
representativesyho chooseo attend, at the time, date, and venue stipulated in
the Bid Solicitation Documnts.

16.2 The name of the bidder, bid modifications, discounts or withdrawals, presence of bid
security or affidavit as the case may be and the total amount of each bid and any
alternatives, if so permitted, shall be read out aloud and recorded, apd af tbe
record shall be made available to any bidaerequest. TheProcuring Entitywill
record the minutes of the bid opening meeting. Bidders or their representatives, who
choose to attend the bid opening meeting, shall sign the attersteaete Taassist
in the examination, evaluation and comparison of Bids the Engineer/Procuring Entity
may, at its discretion, ask the bidder for a clarification oBitk The requestor
clarification and the responseshall be in writing and no change in the pricer
substance of the Bid shall be sought, offergoeomitted.
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(@  Prior to the detailed evaluation, pursuant to-Slalnises IB.16.7 to 16.9, the Engineer/Procuring
Entity will determine the substantial responsiveness of each bid to the Bid SoliRtationents.
For purpose of these Clauses, a substantially responsive bid is one which conforms to all the terms
and conditions of the Bid Solicitation Documents without material deviations. It will include to
determine the requirements listed in BiddingeDat

(b)  Arithmetical errors will be rectified on the following basis:
If the bidder does not accept the corrected amount of Bid, his Bid will be rejected, and his Bid
Security will be forfeited.

16.3 A Bid determined as substantially rogsponsive will be jected
and will not subsequently be made responsive by the bidder by
correction of then onconformity.

16.4 Any minor informality or norconformity or irregularity in a Bid, which does not
constitute a material deviation may be waived by Procuring Entityjg@d such
waiver does not prejudice or affect the relative ranking of other bidders.

16.5 The Engineer/Procuring Entity will evaluate and compare only the bids previously
determined to be substantially responsive pursuant teCauses IB.16.4 to 16.6
as perequirements given hereunder. Bids will be evaluated for complete scope of
works. The prices will be compared on the basis of the Evaluated Bid Price
pursuant t&ubClause
16.6 hereinbelow.

(a) 16.7 It will be examined in detail whether the Works offered by ltfugler complies

with the Technical Provisions of the Bid Solicitation Documents.

(b) It will be examined in detail whether the bids comply with the commercial
/contractual conditions of the Bid Solicitation Documents. It is expected that no
material deviation/ stipulation shall be taken by the bidders.

16.8 Evaluated BidPrice

In evaluatinghebids,theEngineer Procuringentitywill determindor eachbidin
addition to the Bid Price, the following factors (adjustments) in the manner and to
the extat indicated below to determine the Evaluatedmide:

() making any correction for arithmetic errors pursuant to-Slaluse 16.4
hereof.
0 making an appropriate price adjustment for any other acceptable

variationor deviation.

® making an appropriate prieejustment for deviations in terms of
Payment@f any and acceptable to the Procurrgity).

™) discount,f any,offeredbythebiddersasalsoreadout andrecordedat
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the timeof bid opening.

169 Evaluation Methods

Pursuant to Sultlause 16.8, Para (iizgnd (iii) following evaluation methods
for price adjustments will be followed:

0 Price Adjustment for Technic@bmpliance

The cost of making good any deficiency resulting from technical
noncompliance will be added to the Corrected Total Bid Price for
comparison purposes only. The adjustments will be applied taking
the highest price quoted by other bidders being evaluated in detail
in their original Bids for corresponding item. In case of -non
availability of price from other bidders, the price will be estiea

by the Engineer/Procuring Entity.

0 Price Adjustment foCommercial Compliance

The cost of making good any deficiency resulting from any
guantifiable variations and deviations from the Bid Schedules and
Conditions of Contract, as determined by the iB@gr/Procuring
Entity will be added to the Corrected Total Bid Price for comparison
purpose onlyAdjustment for commercial compliance will be added
to the Corrected Total Bid Prices.

® Price Adjustment for Deviation in
Termsof Payments Refer to
BiddingData

IB.17 Procesgo be Confidential

17.1 Subject to SulLlause 1[B.16.3 heretofore, no bidder shall contact
Engineer/Procuring Entity on any matter relating to its Bid from the time of the
Bid opening to the time the bid evaluation result is announgettieb Procuring
Entity. The evaluation result shall be announced at least ten (10) days prior to
award of Contract. The announcement to all bidders will include table(s)
comprising read out prices, discounted prices, price adjustments made, final
evaluatedprices and recommendations against all the bids evaluated.
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17-2Any effort by a bidder to influence Engineer/Procuring Entity inBiteevaluation, Bid

comparison or Contract Award decisions may result in the rejection of his I
complaint, against any decision, action or omission in the procurement process
announcement of final results of the bids evaluation under Rule 45 d¢€RhBublic
Procurement Rules, 2014 may be made within ten (10) days of making it public i
of Rule 45 of the Rules ibid. Provided that no complaint shall lie against selecti
procuremeninethodanddecisionto rejectall tendersguotationsor proposalsasspecifiec
under the KPPRA Act, 2012, and KP Public Procurement Rules, i28péctively.

F. AWARD OF CONTRACT

IB.18. Post Qualification

181

182

IB19AwardCr i teria & Procuring Entityds Right

201

202

The Procuring Entity, at any stage of the bid evaluation, having credible reasons
for or prima facie evidenceof anydefectins u p p loiceorn& sr aapdcites, 0 s
mayrequire the suppliers or contractors to provide information concerning their
professional, technical, financi&galor manageriatompetencahetheralready
pre-qualifiedornot:

Provided that such qualificath shall only be laid down after recording reasons
therefor in writing. They shall form part of the records of that bid evaluation
report.

The determinati on wi || t ake into account

capabilities. It will be based upon aramination of the documentary evidence of

the biddersdé qualifications submitted

information required in the Biddirgocuments.

Subject to SulCClause 1B.19.2, thBrocuring Entity will award the Contract to the
bidder, whose bid has been determined to be substantially responsive to the Bid
Solicitation Documents, and who has offered lowest responsive financial bid
amongst technically responsive bids, provided thathsbidder has been
determined to be qualified to satisfactorily perform the Contract in accordance with
the provisions of Clause 1B.18.

Notwithstanding SuiClause [IB.19.1, the Procuring Entity reserves the right to
accept or reject any bid, and to antind bidding process and reject all bids, at any
time prior to the acceptance of a bid or proposal under Rule 47(1) of the KP Public
Procurement Rules, 2014, without thereby incurring any liability to the affected
bidders or any obligation to inform the efted bidders of the grounds for the
Procuring Entitybés action except that
upon request be communicated, to any bidder who submitted a bid, without
justification of the grounds. Notice of the rejectionatifthe bids shall be given
promptly to allthe bidders
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IB.20 Notification of Award & Signing of Contract Agreement

203  Prior to expiration of the period of bid validity prescribed by the Procuring Entity,
the Procuring Entity will notify the successful biddern wr i ting (fALet:t
Acceptanceo) t hcaeptedhi s bi d has been

204  Within seven (7) days from the date of furnishing of acceptable Performance
Security undetthe Conditions of Contract, the Procuring Entity will send the
successful bidder the Form obfitract Agreement provided in the Bid Solicitation
Documents, incorporatingll agreementbetween the parties.

205 The formal Agreement between the Procuring Entity and the successful bidder
shall be executed within seven (7) days of the receipt of Formootr&t
Agreement by the successful bidder from the Procéririgy.

IB.21 PerformanceSecurity

211 The successful bidder shall furnish to the Procuring Entity a Performance Security
in the form and the amount stipulated in the Conditions of Contract \aifheémiod
of fourteen
(14) days after the receipt of Letter of Acceptance.

212 Failure of the successful bidder to comply with the requirements eCulses
IB.20.2 & 20.3 or 21.1 or Clause IB.22 shall constitute sufficient grounds for
the annulment of theasard and forfeiture of thBid Security

IB.22 Integrity Pact

The Bidder shall sign and stamp the Form of Integrit Pacta%rqvided at ScifertuRic
in the Bid Solicitation Documents for all procurement congra€ailure to provide suct
Integrity Pact shall make the bid rogsponsive
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BIDDING
DATA

(This section should be filled in by the Engineer/Procuring Entity before issuance of the Bid
Solicitation Documents. The following specific data for the Mgoto be tendered shall
complement, amend or supplement the provisions in the Instructions to Bidders. Wherever,
there is a conflict, the provisions herein shall prevail over those in the Instructions to
Bidders).

Instructions to Bidders
Clause Reference

1.1  Name of ProcuringEntity

Executive Engineerlrrigation Division , District Orakzai.

Nameof Work: As per NIT

51 (a) Procuri ng E ©tOitheOffidewf the EketutiveEngineer
Irrigation Division, DistrictOrakzai0925690184
irrigation.orakzai@gmail.corBaber Mela DC Head Quarter Orakzai

(Insert name of the Procuring Entity)

(Insert address of the Procuring Entity with telephone, fax No. & email
address).

(b) Eng i n eaddres$ss
As Above

(Insert name and address of the Engineer, if any, with telephone, fax
No and email address).

10.3 Bid shallbequotedentirelyin Pak.RupeesThepaymentshallbemaden Pak.
Rupees.
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11.2 The bidder/manufacturer h#ge financial, technical and productmapability
necessary to perform the Contractadews:-

12.1(a) A detailed description of th&/orks, essential technical and performance
characteristics.

(b) Complete set of technical information, deption data, literature and
drawings as required in accordance with Schedule B to Bid, Specific
Works Data. This will include but not be limited to a sufficient number
of drawings, photographs, catalogues, illustrations and such other
information as is nessary to illustrate clearly the significant
characteristics such as general construction dimensions and other
relevant information about the works to be performed.

(c) FurnishTechnicalProposal:

The Bidder shall submit with its Technical Bid the
following documents (as mentioned in Appendix-M):

(1) Letterof TechnicalBid

(i) Written powerof attorneyauthorizingthe signatoryof the Bid

(i) Original Bidding Documents

(iv)  Dully filled in Scheduleso Bid (exceptAppendixD to Bid)

(v) Qualificationdocument®stablishingidd e relg)ibility asper
AppendixM.

The Bidder shall submit with its Financial Bid the following documents:
(1) Letterof PriceBid

(i) 2% Bid Security of the estimated cost

(i)  Additional SecurityasperKPPRArules(if applicable)

(iv)  Appendixi D to Bid (Estimate)

13.1 Amount of Bid Security
2% of the estimated Cost

(Fill in lump sum amount or 2% of the estimated cost of work)
14.1 Period of BidValidity
90 days

(Fi 11 in Anumber of dayso ranging from 6

14.4 Number of Copiesof the Bid to beSubmitted

Oneoriginal Copy
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14.6 (a) Procuring Entity's Address for the Purpose oBid Submission
office of theExecutiveEngineer Irrigation DivisiorOrakzai

(insert postal address or specify venue of bid box for delivery by hand)
15.1 Deadiine for Submission oBids

16.1 Venue, Time, and Date of Bi®Dpening

Venue: Office of theExecutive
Engineerrrigation Division Orakzai
Time:12:30 PM

Date:08-09-2026

16.2 Responsiveness d@ids

0 the Bid is valid till requiregeriod,

o the Bid pries are firm during currency of contract (if it is a fiyaite bid

() completion period offered is within specifigdits,

() theBidder/Manufacturers eligible to Bid andpossesseherequisite
experience, capability amphalification.

Y} the Bid does not deate from basic technical requiremeaitsl

) the Bids are generally in ordetc.

163 PriceAdjustment:
(i) Price Adjustment for Deviations in TerrmaEPayment

If a bid deviates from the terms of payment/payment conditions as specified
in the Condition®f Contract and if such deviation is considered acceptable
to the Procuring Entity, masdp earned for any earlier payments involved

in the terms outlined in the Bid as compared to those stipulated in the
Conditions of Contract shaltle calculatedat the mark-up rateperannum
(insert rate) and shall be addedto the Corrected Total Bid Price for
comparison purposesly.
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FORM OF BID AND SCHEDULES TO BID
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FORM OF BID

(LETTER OF OFFER)

Bid Referencé&lo.

To:

Gentlemen,

1 Having examined the Bidding Documents including Instructions to Bidders,
Bidding Data,Conditionsof Contract,ContractData,SpecificationsPrawings,
if any,Scheduleof PricesandAddendaNos.
for the execution of the abovenamedWorks,
we, the undersigned, being a company doing business under the name of and
address

and being duly
incorporated under the laws of Pakistan hereby offer to execute and complete
such Works and remedy any defects therein in conformity whe said
Documents including Addenda thereto for the Total Bid Price of Rs
(Rupees ) orsuchother
sum as may be ascertained in accordance with th®saidnents.

2 We understand that all the Schedules attached hereto form gadBd t

3 As securityfor dueperformancef theundertakinggandobligationsof this Bid,

we submit herewith a Bid Security in tamount of
drawn in your favour or made payabldo you
and valid for a period of twenty eight (28) days beyond #reod of validityof

Bid.

4 We undertake, if our Bid is accepted, to commence the Works and to deliver
and complete the Works comprised in the Contract within the time(s) stated in
ContractData.

5 We agree to abide by this Bid for theriod of daysfromthe date

fixed for receiving the same and it shall remain binding upon us and may be
accepted at any time before the expiration ofghaabd.

6. Unless and until a formal Agreement is prepared and executed, this Bid, together
with yourwrittenacceptancthereof,shallconstituteabindingcontract between
us.

7. We undertake, if our Bid is accepted, to execute the PerforrBacaeity
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referred to in Conditions of Contract for the due performance of the Contract.

8 We understand that you are not bound to adteplowest or any bid you may

receive.

9 We do hereby declare that the Bid is made without any collusion, comparison
of figuresor arrangemenivith anyotherpersoror personsnakingabid for the
Works.

Datedthis dayof , 2026

Signature

in thecagpacityof duly authorized to sign bid for and on bewdlf

(Name of Bidder in Block Capitals)

(Seal)

Address

Witness:

(Signature)

Name: NIC No. _

Address:
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[SCHEDULES TO BID INCLUDE THE FOLLOWING:

Schedule Ad Bid: Schedule of Prices

Schedule B to Bid: Specific Works Data

Schedule C to Bid: Works to be performed3mpcontractors
Schedule D to Bid: Proposed Program of Works
Schedule E to Bid: Method of Performing Works

Schedule F to Bid: Integriact]
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SCHEDULE T ATO BID

SCHEDULE OF PRICES

Sr. No. Page No.
1. Preamble to Schedule of Prices 29
2. Schedule of Prices 31

*(a) Summary of Bid Prices

* (b) Detailed Schedule of Prices

* [To be prepared by the lgmeer/Procuring Entity]
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SCHEDULE -A TO BID

PREAMBLE TO SCHEDULE OF PRICES
General

1.1 The Schedule of Prices shall be read in conjunction with the Conditions
of Contract, Contract Data together with the Specificationsand
Drawings, ifany.

1.2  The Contract shall be for the whole of the Works as described in
these Bidding Documents. Bids must be for the complete sifope
works.

Description

The general directions and descriptions of works and materials are not
necessaly repeated nor summarized in the Schedule of Prices. References
to the relevant sections of the Bid Solicitation Documents shall be made
before entering prices against each item in the Schefli#flgces.

Units & Abbreviations

3.1  Units of measurement, symals and abbreviations expressed in the Bid
Solicitation Documents shall comply with the System International
Unites(SIUnits).

(Note: The abbreviations to be used in the Schedule of Prices to be
defined by the Procuring Entity).

Rates andPrices

4.1  Exceptasotherwiseexpresslyprovidedunderthe Conditionsof Contract,
the rates and amounts entered in the Schedule of Prices shall be the rates
at which the Contractor shall be paid and shall be the full incluasive
of the works set forth or impliedhitheContract; exceptor the amounts
reimbursable, if any to the Contractor underGloatract.

4.2  Unless otherwise stipulated in the Contract Data, the rates and prices
entered by the bidder shall not be subject to adjustment during the
performance of th€ontract.

4.3 All duties, taxes and other levies payable by the Contractor shall be
included in the rates apdices.

4.4 Thewholecostof complyingwith the provisionsof the Contracshallbe

included in the items provided in the Schedule of Prices, andewtter
items are provided, the cost shall be deemed wistaebuted
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4.5

4.6

SCHEDULE -A TO BID

among the rates and prices entered for the related items of the Wo
and no separate payment will be made for those items.

The rates, prices and amounts shallentered against each item in thi
Schedule of Prices. Any item against which no rate or price is entel
by the bidder will not be paid for by the Procuring Entity whe
executed and shall be deemed covered by the rates and prices for
items in the Schedule of Prices.

(@)  The bidder shall be deemed to have obtained all information
to and all requirements related thereto which may affect the
price.

*(b) The Contractor shall be responsible to make complete
arangements for the transportation of the Plant to the Site.

*(Procuring Entity may modify as appropriate)

The Contractor shall provide for all parts of the Works to be comple
in every respect. Notwithstanding that any details, accessories, etc
required for the complete installation and satisfactory operation of t
Works, are not specifically mentioned in the Specifications, sut
details shall be considered as included in the Contract Price.

Bid Prices

5.1

5.2

Breakup of BidPrices

The various elements of Bid Prices shall be quoted as detailed by the
Procuring Entity in the format of Schedule of Prices.

The bidder shall recognize such elements of the costs which he expects
to incur the performance of the Works and shall includeualh £osts
in the rates and amounts entered in the Schedule of Prices.

Total BidPrice

The total of bid prices in the Schedule of Prices shall be entered in the
Summary of Bid Prices.

Provisional Sums

6.1

Provisional Sums included and so designated iSthedule of Prices

if any, shall be expended in whole or in part at the direction and
discretion of the Engineer/Procuring Entity. The Contractor will only
receive payment in respect of Provisional Sums if he has been
instructed by the Engineer/Procuringtiy to utilize suctsums.
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SCHEDULE -A TO BID

SCHEDULE OF PRICEST SUMMARY OF BID PRICES

Bill

No.

Description

Total Amount (Rs)

Total Bid Price (The amount to be entered in Paragraph 1 of the Form of Bid

(In words).
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SCHEDULE -A TO BID

SCHEDULE OF PRICES

Iltem
No.

Description

Quantity

Unit Rate (Rs)

Total Amount (Rs)

Total (to be carried to Summary of Bid Price)
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SCHEDULE -B TO BID

*SPECIFIC WORKS DATA

(To be prepared and incorporated by the Procuring Entity)

*(Note: The Procuring Entity shall spell out the information &adagquired to be filled out
by the bidder and to furnish complementary information).
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SCHEDULE 7 C TO BID

WORKS TO BE PERFORMED BY SUBCONTRACTORS

The bidder will do the work with his own forces except the work listed below which
he intends to subontract.

ltems of Works Name and addres$ Statement of
to be SubContracted Sub-Contractors similar works

previously executed
(attach evidence)

No changeof Sub-Contractorshall bemadeby thebidderwithoutprior
approval of he Procurindentity.

The truthfulness and accuracy of the statement as to the experieScé of
Contractors is guaranteed by the bidde
be final as to the evaluation of the experience ofSabtractors submitted by

thebidder.

Statement of similar works shall include description, location & value of
works, year completed and name & addregheflients
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SCHEDULE 1 D TO BID

PROPOSED PROGRAM OF WORKS

Bidder shall provide a program in a ldrart showindhe sequence of work items by which he
proposes to complete the Works of the entire Contract. The program should indicate the
sequencef work itemsandtheperiodof time duringwhichheproposeso completeheWorks
including the activities like desigmj, schedule of submittal of drawings, ordering and
procurement of materials, manufacturing, delivering, construction of civil works, erection,
testing and commissioning of Works to be supplied undeZohéact.
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SCHEDULE 7 E TO BID

METHOD OF PERFORMING WORKS

The bidder is required to submit a narrative outlining the method of performing the Works.
The narrative should indicate in detail and include but not be limited to:

1 The sequence and methods in which he prepts carry out the Works, includiting
numberof shiftsperdayandhourspershift, heexpectsowork.

1 Alist of all major items of constructional and erectional plant, toolsemdles
proposed to be used in delivering/carrying out the WorBgeat

1 The procedure for installation of equipment and transportatiequpment
and materials to thsite.

1 Organization chart indicating head office & field office personnel involved in
management, supervision and engineering of the Works to be donehetientract.
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SCHEDULE 7 F TO BID
(INTEGRITY PACT)

DECLARATION OF FEES, COMMISSION, AND BROKERAGE ETC. PAID IN WORKS
CONTRACTS

ContractNo. Dated
Contractvalue:
ContracfTitle:

,,,,,,,,,,,,,

6éééceéeééééeéé [ name of rebydecl@as that & a$ nottoletained or
induced the procurement of any contract, right, interest, privilege or other obligation or benefit
from Government of Khyber Pakhtunkhwa or any administrative subdivision or agency thereof or
any other entity ownedr controlled by Government of Khyber Pakhtunkhwa through any corrupt
business practice.

Without limiting the generalityof theforegoing,[nameof the Bidder] representandwarrants that

it has fully declared the brokerage, commission, fees etc. paiayable to anyone and not given

or agreed to give and shall not give or agree to give to anyone within or outside Pakistan either
directly or indirectly through any natural or juridical person, including its affiliate, agent, associate,
broker, consultan director, promoter, shareholder, sponsor or subsidiary, any commission,
gratification, bri be, f i nde consultatiordee or atherwikej ¢ k b a
with the objectof obtainingor inducingthe procuremenbf a contract, right, iterest, privilege or

other obligation or benefit in whatsoever form from GovernmékiyberPakhtunkhwa except
thatwhich hasbeenexpresshdeclaredursuant hereto.

[name of the Bidder] certifies that it has made and will make full disclosure agr@éments and
arrangementwith all personsn respecbf or relatedto thetransactiorwith GoKPandhas not taken

any action or will not take any action to circumvent the above declaration, representation or
warranty.

[name of the Bidder] accepts fubsponsibility and strict liability for making any false declaration,

not making full disclosure, misrepresenting facts or taking any action likely to defeat the purpose of
this declaration, representation and warranty. It agrees that any contracintighst, privilege or

other obligation or benefit obtained or procured as aforesaid shall, without prejudice to any other
rights and remedies available to GoKP under any law, contract or other instrument, be voidable at
the option of GoKP.

Notwithstanding any rights and remedies exercised by GoKP in this regard, [name of the Bidder]
agrees to indemnify GoKP for any loss or damage incurred by it on account of its corrupt business
practices and further pay compensation to GoKP in an amount equivalentitoge¢he sum of any
commi ssion, gratification, bribe, finderds f e
for the purpose of obtaining or inducing the procurement of any contract, right, interest, privilege or
other obligation or benefih whatsoever form from GoKP.

Name of the Procuring Entity: ééééeééName of t
Signaturee é ¢ é é € é é Signature: ééeééeééeéecé
Seal]
[Seal]
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TECHNICAL EVALUATION CRITERIA
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LIST OF MAJOR EQUIPMENT T RELATED ITEMS

(to be signed by the Bidder)

The Bidder will provide on Sheet 2 of this Appendix a list of all major equipment and related items,
under separate heading for items owned, to be purchased or to be arranged on lease by him to
carry out the Works. The information shall include make, type, capacity, and anticipated period
of utilization for all equipment which shall be in sufficient detail to demonstrate fully that the
equipment will meet all requirements of the Specifications.

Minimum Mandatory Equipment Requirement to be brought / installed / erected at site are
as follows:

Sr. Description Nos.
No.

1 | Excavators 02

2 | viberator 01

3 | DumperTruck 02

6 | Tractorwith blades& trolley 02

7 | ConcreteMixers 03
Note:

The bidder while preparing his methodology for performing and executing the works and listing out
Major Equipment (required to complete the Works in the specified Time Schedule) in this Appendix
shall consider the above-mentioned minimum requirement of Construction Equipment to be
brought/installed/erected at site.
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LIST OF MAJOR EQUIPMENT

(to be filled and signed by the Bidder)

Owned Description of Unit (Make, CapacityHP Condition Present Date of Period of Work on
Purchasedor Model, Year) Rating Location or Delivery at Site Project
Leased Source
1 2 3 4 5 6 7
a. Owned

b. To bePurchased

c. To be
arrangean
Lease
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LIST OF
SUBCONTRACTORS

I/We intend to subcontract the following parts of the Work to subcontractors. In
my/our opinion, the subcontractors named hereunder are reliable and competent to
perform that part of the work for which each is listed.

Enclosed are documentation outlining experience of subcontractors, the curriculum
vitae and experience of their keyrpennel who will be assigned to the Contract,
equipment to be supplied by them, size, location and type of contracts carried out in
the past.

Part of Works Subcontractor
(Give Details) (With Complete Address)
1 2
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Appendix-J to Bid

ESTIMATED PROGRESS PAYMENTS
(to be filled and signed by the Bidder)

Bi dder 6 s ofthesvaliewmfavbriewhich would be executed by him during each of the periods
stated below, based on his Programme of the Works and the Rates in the Estimate, expressed
in percentage of Bided Price (excluding Provisional Lump Sum Amount, if any):

Months % of Bided Price

@ (b)

1stMonth

2" Month

34 Month

4" Month

5% Month

6" Month

7" Month

8h Month

9" Month

10" Month

11" Month

12 Month

13" Month

14" Month

15" Month

16" Month till completion of Project

Total 100%
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Appendix-K to Bid

ORGANIZATIONAL CHART FOR THE

SUPERVISORY STAFF AND LABOUR
(to be signed by the Bidder)

MINIMUM MANDATORY STAFF REQUIREMENT:

The Contractor shall arrange the following staff at site immediately upon commencement of works:

Min. RelevantWorking Experience

Designation Nos. Minimum Qualification

ProjectManager 01 B'SC'C“IQ:EE”S;;V;h valid (5)_r16oy)g;?groe:baobv?av?oﬁlssglgii://iill
& PhDin Civil Engineer

SiteEngineer(s) 01 B'SF(,: é:évgag}gtr;ﬂnvgyd 5yearsor above

SiteSuperviso(Civil) 02 DAE Civil 5yearsor above

QuantitySurveyor 01 DAE Civil 5yearsor above

Lab Technician 02 DAE Civil 5yearsor above

Surveyor 02 | DAE Civil / havingcertificate 5yearsor above
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BM-49
Appendix-M
to Bid

QUALIFICATION CRITERIA

Qualification of Bidders shall be evaluated on the basis of mentioned criteria with at least 60%

marks on aggregate and 50% score in each category r egarding t he Bidder
soundness, experience record, personnel capabilities and equipment capabilities, in addition to

fulfilment of mandatory requirements. The Employer reserves the right to waive minor deviations,

if they do not materially affect the capability of the Bidder to perform the Contract.

A. Mandatory Requirements (failing to meet any one of the following will lead to
disqualification)
i.  Valid registration with PEC as mentioned in NIT. In case of JV the lead partner should
also be the same as above.
i. Enlistment with Irrigation Department in relevant category.
ii. Valid Registration with KPRA.

iv. Affidavit, on judicial stamp paper attested in presence of oath commissioner, of no
blacklisting within the current month of submission of bidding document, and details also
mentioned if ever blacklisted in pasti deduction of 05 marks from overall score (including
JV'i if any) will be made during evaluation.

v. Information on any litigation or arbitration resulting from contracts completed or under
execution by the Bidder. In case, the firm has never been involved in litigation, an affidavit
to such effect should be provided. Deduction of 05 marks from overall score (including JV
1 if any) will be made during evaluation if firm is in ongoing litigation with the department.

vi. In case of more than 20% below bids, if the bid is not accompanied by the detailed rate
analysis and/ or required amount of additional security, then the said bid will be dealt as
per KPPRA Notification: S.R.O (14) /vol: 1-24/2021-22: dated May 10.2022.

vii. In Case detailed rate analysis submitted with the bids is, in view of the procuring Entity not
convincing, the Head of the procuring Entity may declare such bid as non- responsive.

viii. Audit Reports of last 03 years.
ix. Average Annual Construction Turnover of Rs. 100.000 million.
X.  Registration with income tax department (Valid NTN) & Tax Returns of last 03 years.

xi. JV Agreement (if applicable) with clearly stating the share of each member, for details refer
to 1B 11.2.

xii. Any fake / forged document attached in the Technical Proposal will lead towards exclusion
of the bidder from bidding process as mentioned in NIT.

B. Detailed Requirements:

The detailed qualification evaluation shall be carried out on the basis of the criteria for the different
categories and minimum passing marks prescribed hereunder:

Passing Marks (Minimum 50%
Sr. No. Category Weightage/ Marks in eachCategorywith 60%
Overall)
1. ExperienceRecord 40 Equal to or greater than 50%
2. PersonneCapabilities 20 Equal to or greater than 50%
3. EquipmentCapabilities 10 Equal to or greater than 50%
4. FinancialSoundness: 30 Equal to or greater than 50%
Total: 100 Overall not less than60%
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1. Experience:

BM-2
Appendix-M to Bid

Points for experience will be given on the basis of the following criteria:

Sr. Category Description Maximum Marks Allocation / Criteria
No. Marks
1 ||General Experience as 05 A 05 marks will be awarded for one (01)
Experience Prime Constructor in completed scheme A The scheme
(Completed ||execution of been completed within the last five (05) years A
Schemes) completed projects Cost of the scheme must be equal to or more
during the last five than the package applied for A Sc h e me g
(05) years less than the package cost shall not be
considered
2 ||General Experience as 05 A05 marks will be awarded for one (01) ongoing
Experience Prime Constructor in schemeA Cost of t he egualtoson
(Schemes In-||execution of more than the package applied for A Sc h
Hand) ongoing projects costing less than the package cost shall not be
considered
3 ||Similar Nature|[Experience as 15 A 05 marks will be awarded for each similar
Experience Prime Constructor in nature completed scheme A  Ma x ithree (03)
(Completed |lexecution of similar schemes wi | | be considered
Schemes) nature works i.e. have been completed within the last five (05)
Irrigation Channels, yearsA Cost of each egualhoson
Check Dams and more than the package applied for A Si
Storage Reservoirs nature works costing less than the package cost
shall not be considered
4 ||Similar Nature||Experience as 15 A 05 marks will be awarded for each similar
Experience Prime Constructor in nature ongoing scheme A Ma x ithmee rt03)
(Schemes In-|lexecution of similar schemes wi | | be consi der €
Hand) nature works scheme must be equal to or more than the
currently in hand package applied for A° Si mi | ar f
costing less than the package cost shall not be
considered
Grand Total :-| 40 || 3 |
Note:
i. The applicants must prowiaded Prefjtet sofanlwdlaed:

Taking Over/Completion Certificate of completed projects. No marks will be given to the
projects for which above letter/certificate is not provided. Completion certificate must be from
the same authority who issued the work order i certificates other than those will not be

accepted.
ii. Applicant shall provide complete information of the projects including scope, cost etc.

iii.  The applicant shall provide all the information based on facts beyond any doubt. Any
misrepresentation, false statement and fake document would make a ground for
rejection of the bid during analysis / scrutinizing or evaluation of the proposal. Any
fake document or misrepresentation detected during the currency of the contract, will
lead to forfeiture of all the securities of the Firm and render the Firm to be blacklisted

and would be reported to the PEC for cancellation of their registration / license.
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2. Personnel Capabilities:

BM-3
Appendix-M to Bid

Designation

Maximum Marks

Marks Allocation

Project Manager

f 05 Marks forPhDin civil Engineering with 0102y e a 1|
experience
T 06 Marks for MSc Civil Engineer with minimum a2

B.Sc.Civil registeredvith 8 yearsoé experience
Pakistan Engineeringouncil M 5 Marks for BSc Civil Engineer with minimun05-09
Yearsb6 Experience.
M 08 Marks for BSc Civil Engineer with minimut©Oy e a f
experience
M 08 Marks for MSc Civil Engineer with minimum §6e a f
experience
M 08 Marks forPhD in civil Engineeing with 03y e a
experience
Site Engineer
- . . M 3 Marks will be awarded for B.Sc. Civil Engineg
B'S?'C'V'I reg_|stere_dNIth . 3 registered with PEC having at least 05 years reley
Pakistan EngineerinGouncil i
experience.
M 2 Marks for BSc Civil with lesthan05 years.
Site Supervisor M 1.5 marks will be awarded for each Associate Enginee
3 with a DAE (Civil), having at least 5 years of relevant
DAE Civil experience, with a maximum of 3 marks.
Quantity Surveyor 3 M 3 markswill be awardedfor quantity surveyor DAE
DAE Civil (Civil) having at least 5 years relevant experience.
Surveyor M 3 marks will be awardedsurveyor having DAE Civil
DAE Civil / Having 3 Certificate and at least 5 years relevaxperience.
Certificate
Total Marks Allocated 20

Note:

The applicant must provide verifiable proof of employment of the staff and attach detailed as

follows:

i. CV dwith picture on right top corner of first page) duly signed by proposed candidates

ii. Attested Photocopy of highest qualification degree

iii. Photocopy of PEC card or equivalent (for Engr. Only)

iv. If the above documents are not provided with biding documents, the proposed staff shall not

be given marks.
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Appendix-M to Bid
3. Equipment Capabilities

No. Description Nos. Mark Explanation for Marks Obtained
s
Assigne
d
A If the available
1 | Excavators 02 02 quantity of each equipmeris less
. than specified limit give weightage
o | Vibrator/ 01 01 as.
Static)
Assign marks x (A / Required
3 | DumperTruck 02 02 Quantity)
4 Tractorwith blades. 02 02 A If the available quantity

trolley

of each equipment is
more than the minimum
5 | ConcreteMixers 03 03 equipmentequirement
full marks will be

Total Points: 1 given.

A = Available quantity of each
equipment of each Item.
R =Requiredquantityofe qui p ment

Total Marks = A/Rx Marksassigned

Machinery/equipment must be in good working conditions.

Ownership/rent/lease of the equipment/machinery must be declared on judicial
stamp paper by the Applicant(s).

1 The client may ask for inspection before the financial bid opening, the costs
shall be bear by the bidder.

1 No marks shall be given if the Applicant(s) fail to provide judicial stamp paper
(in original) of ownership documents/availability/under-taking of rented
machinery whatsoever the case may be.
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Financial Capabilities

BM-5
Appendix-M to Bid

The Bidder must submit copies of annual account/audit reports for the last three years duly certified by the
Chartered Accounts/ Bank, line(s) of credits and must indicate the soundness of the Applicants financial position.

Sr. . Marks L .
No. Description Assigned Criteria for Marks Obtained
1 5Marksif creditline is equalto Rs.50 million.
1 If creditlineis morethanRs.50 million andless than
Rs. 100 million then the marks can be calculated as
under:
A/100x 10
1 Full marksfor creditline equalto or morethanRs. 100
a) |AvailableBankCreditLine 10 million
whereA = Availablecreditline in million
(Note: Proofshallbeobtainedrom the Bankalongwith the
Bank statement within the dates after issue of advertisen
Bank statement variated from these
dateswill notbeentertained)
1 5Marksif theavailableaveragevorking capitalfor the
last three years is equal to BS.million.
1 ForcapitalmorethanRs.50 million andlessthan Rs.
100million, the marks can be calculatedwursler:
Working Capitalin last three B/100 x 10
b) 10 ) ) .
years 1 Full marksfor averagavorking capitalduringlast
three years equal to or more than R¥million
B = Averageworking capitalduringlastthreeyears.
c) |AnnualConstruction 10 |A 10 Marks will be awarded if average annual construg
Turnover turnover of last 3 years iK)OM or above.
A 5 Marks will be awarded if average construction turng
of last 3 years isqual to 50M.
ANo Marksfor lessthan50 M.
Total Marks Allocated 30
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C. Joint Venture (JV)

BM-6
Appendix-M to Bid

1. Joint Venture must comply with the following requirements: -

1.1 The minimum qualification requirements are as follows: -

The lead partner shall meet not less than 50 percent of each qualifying
criteria given in para B above.

Each of the partner shall meet not less than 25 percent of each qualifying
criteria given in Para B above.

The joint venture must collectively satisfy the criteria of para A, B, C, D, E &
F for which purpose the relevant figures for each of the partners shall be
added together (after assigning the weightage agreed in the JV agreement)
toarriveatt he JVo6s tot al capacity. I ndi
the requirements of para A & E heretofore.

1.2 Any change in a JV after qualification, shall be subject to the written approval of
the Employer. Such approval may be denied if: -

i)

i)

Partner(s) withdraw from a JV and remaining partners do not meet the
qualifying requirements;

The new partners to a JV are not qualified individually or as another JV; or

iii) In the opinion of the Employer, a substantial reduction in competition would

result.

1.3 Bid shall be signed by all members in the JV so as to legally bind all partners,
jointly and severally, and any bid shall be submitted with a copy of the JV
agreement providing the joint and several liabilities with respect to the contract.

2. The post qualification of a JV does not necessarily post qualify any of its partners
individually or as a partner in any other JV or association. In case of dissolution of a JV,
each one of the constituent firms may post qualify if they meet all the post qualification
requirements and any partner of J.V has requested/shall request for the same and then
his post qualification shall be subject to the written approval of the Employer.

D. Conflict of Interest

The Applicant (including all members of a JV) must not be associated, nor have been associated
in the past, with the consultant or any other entity that has prepared the design, specifications,
and other prequalification and bidding documents for the project, or was proposed as Engineer
for the contract, over the last five years. Any such association may result in disqualification of the

Applicant.

E. Other Factors

1) Price Bids of only firms and JVs that have been post qualified under this procedure shall
be opened. A qualified firm or a member of a qualified JV may participate only in one bid
for the contract. If a firm submits more than one bid, singly or as a JV, all bids including
that bidder will be rejected. This rule will not apply in respect of bids which include
specialist sub-contractors who are used by more than one bidder.

2) The Employer reserves the right to:-
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BM-7

Appendix-M to Bid

a) Amend the scope and value of any contract(s) to be bid, in which event
the bidder(s) will only bid among those post qualified bidders who meet
the requirements of the contract(s) as amended. However, the
Employer has to review the disqualified bids who originally do not meet
the specified criteria for post -qualification.

b) Reject or accept any application; and
c) Cancel the post qualification process and reject all applications.

The Employer shall neither be liable for any such actions nor be under any
obligation to inform the Applicant of the grounds for rejection, however, may be
debriefed if solicited.

F. Presentation of Technical Proposal

The technicaproposal must contain mentioned sections with the visible separators. Sequstioe
asmentionecherebelow. Submissiorof irrelevantdocumentsill leadto disqualification. All pages
must be attested by the contractor/JV.

Order >

Order

Certificates  |All therequiredcertificates
. Completion
Section- 1 Work Orderfor In-  [Certificatefor
(Firm Annex1
. hand Schemes Completed
Experience)
Schemes
CcVv
Section- 2 (clearly mentioning Degree/ PECCard- if
Annex2 overallexperiencé - .
(Staff) : Certificates applicable
academic
qualificationattop)
Section- 3 Affidavit thatall themachineryis available theclientmayaskfor
) inspectiorbeforethefinancialbid openingthe costsshallbebear by the
(Equipment) | _.
bidder.
Section-4 Bank Lastthreeyears audit
(Financial Statement |reports
Capability) P
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IN-HAND SCHEMES

Annex-I|

Sr.No. Nameof Scheme Bid Cost(Rs. Client Work Order at Page
M) No.
COMPLETED SCHEMES
. Completion
Sr.No. Nameof Scheme Bid C“(/)I)St (Rs. Client Certificate at Page
No.
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DETAIL OF STAFF

Annex-1|

Sr.No.

Nameof Person

Highest
Qualification

Total
Experience

Position Assigned
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CONDITIONS OF CONTRACT
GENERAL PROVISIONS
Definitions

In the Contract as defined below, the words and expressions defined shall have the
following meanings assigned to them, except where the context regihiessiise:

The Contract

AContracto means the Contract Agreement
ContracData.

ASpecificationso means the document as
Procuring Entityoés requi e eamedndutsby then r e s |
Contractor (if any), and any Variation to sadtument.

ADrawi ngso means the Procuring Entityods
Contract Data, and any Variationgoch drawings
Persons

AProcuring Ent it ymedimtha Qostract Data aqpdehe ¢egah n a
successors title to this personput not (exceptwith the consenbf the Contractor)
anyassignee.

A Co nt rmeantheperdomamedn the ContractDataandthelegalsuccessors

in title to this person, but ngexcept with the consent of the Procuring Entity) any
assignee.

APartyo means eit htheCobtdastar Pr ocuring Entity
Dates, Times and Periods

i Co mme n Oea mecartthedatefourteen(14)daysafterthedatetheContract
comes into effect cany other date named in t@®ntract Data

ADayo meandaya cal endar

ATi me for Completiond means the time fo
Contract Data (or as extended under -Blduse 7.3), calculated from the
Commencemeridate.

Money and Payments

ACost o means al | expenditure prteperly
Contractorwhetheronor off the Site,includingoverheads ansimilarcharges

but does not include any allowance for profit.

Other Definitions

ACont rEBAQEUiop mesmsdll machineryapparatuandotherthingsrequired

for the execution of the Works but does not include Materials or Plant intended to
form part of theNorks.
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1112 AC o u n meagsdhe Islamic Republicékistan.

1113 APr ovi nce 0 RakhanklsvaKhyber

1114

1114

1115

1116

1117

1118

1119

1120

1.2

1.3

APcwring Entityds Riskso -Gausdhls t hose mat

AForce Majeured means an event or <circu
Partyodos obligations 111 egal or i mpract
reasonableontrol.

0 Mat e meaad things of all kinds (other than Plant) to be supplied and
incorporated in the Works by tB®ntractor.

A P | aneanghemachineryandapparatusntendedo form or formingpartof the
Works.

ASited means the pl acesywhereotheiWdrésdareloy t h e
be executed, and any other places specified in the Contract as forming part of the
Site.

AVariationd means a change which is ins
under SukClausel0.1.

0 Wo r reean@anyor all theworkswhetherSupply, Installation,Constructioretc.

and design (if any) to be performed by the Contractor including temporary works
and any variatiothereof.

AEngi neer o means the person, i f any, n
Engineer for the purge of the Contract and named as sudbadntract Data

Interpretation
Words importing persons or parties shall include firms and organizations. Words

importing singular or one gender shall include plural or the other gender where the
context requires.

Priority of Dooumenis
Thedocumentsormingthe Contractareto betakenasmutuallyexplanatoryof one

another. If an ambiguity or discrepancy is found in the documents, the priority of
the documents shall be in accordance with the order as listedQotiieacData.
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1.4

15

1.6

21

2.2

2.3

24

3.1

Law

The law of the Contract is the relevant Law of Khyber Pakhtunkhwa Province,

Communications

All Communications related to the Contract shall be in English language.

Statutory Obligations

TheContractoishallcomplywith the Lawsof IslamicRepublicof Pakistarandshall

give all notices and pay all fees and other charges in respectWwbthe.

THE PROCURING ENTITY

Provision of Site

The Procuring Entity shall provide the clear Site, and right of access thereto at the

timesstatedn the Contract Data.
Permitsetc.

The Procuring Entity shall, if requested by the Contractor, assist him in applying

for permits licensesor approvals which are required for the Works.

Engineer 6s/ Pr mgtrucionsng Ent i tyods

The Contractor shallanply with all instructions given by the Procuring Entity or
the Engineer, if notified by the Procuring Entity, in respect of the Works including
the suspension of all or part of the Works.

Approvals

No approval or consent or absence of comment by tgen&er/Procuring Entity

shall affect t he

Contractor 6s

ENGI NEERO6 S/ PROCURI| REBRESENTATIVES S

Authorized Person

obligati o

The Procuring Entity shall appoint a duly authorized person to act for him and on
his behalf for the purposes of this Caut. Such authorized person shall be duly
identified in the Contract Data or otherwise notified in writing to the Contractor as
soon as he is so appointed. In either case the Procuring Entity shall notify the
Contractor, in writing, the precise scope o tauthority of such authorized person

at the time of his appointment.
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3.2

41

4.2

4.3

44

Engineer 6s/ Pr Beprasentativg Ent i t yo0s

The name and address of Engineero6s/ Proc
Contract DataHowever the Contractor shall be notfil bythe Engineer/Procuring
Entity, the delegated duties and authority before the CommencenWoths.

THE CONTRACTOR
General Obligations

The Contractor shall carry out the Works properly and in accordance with the
Contract. The Contractor shall prde all supervision, labour, Materials, Plant
Contractorods Equregnime nt which may be

Cont r aRepresentative

The Contractor shall appoint a representative at site on full time basis to supervise
the execution of work and to receive instrais on behalf of the Contractor but
only afterobtainingthe consenof the ProcuringEntity for suchappointmentvhich
consenshallnotbeunreasonableithheldbythe Procuringentity. Suchauthorized
representative may be substituted/replaced bZtmractor at any time duririge
Contract Period but only after obtaining the consent of the Procuring Entity as
aforesaid.

Subcontracting

The Contractor shall not subcontract the whole of the Works. The Contractor shall
not subcontract any part of théorks without the consent of the Procuring Entity.

PerformanceSecurity

The Contractor shall furnish to the Procuring Entity within fourteen (14) days after
receipt of Letter of Acceptance, a Performance Security in the form, amount, and
validity stipulaed in the Conditions of Contract. The Performance Guarantee shall
be of an amount not exceeding 10% of the Contract Price prescribed in Bid
Solicitation Documents/ Letter of Acceptance. Such guarantee shall be acceptable
in any of the following forms:

bankguarantee from any Scheduled BanRakistan obank guarantee from a bank
located outside Pakistan duly coungeraranteed by a Scheduled Bam#Pakistan
DESIGN BYCONTRACTOR

Cont r alResignr 6 s

The Contractor shall carry out design to the extentipeécas referred to in the
Contract Data. The Contractor shall promptly submit to the Engineer/Procuring
Entity all designs prepared by him. Within fourteen (14) days of receipt the
Engineer/Procuring Entity shall notify any comments or, if the desigmsied is

not in accordance with the Contract, shall reject it stating the reasons. The
Contractor shall not construct any element of the Works designed by him within
fourteen (14) days after the design has been submitted to the Engineer/Procuring

Entity or which has been rejected. Design that has been rejected shall be promptly
amendedndresubmittedTheContractoshallresubmitall designscommentean
taking these comments into accounh@sessary.
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5.2

6.1

7.1

Responsibility for Design

The Contractor shall neain responsible for his bided design and the design under
this Clause, both of which shall be fit for the intended purposes defined in the
Contractandheshallalsoremainresponsibldor anyinfringementof anypatentor
copyrightin respecbfthesameTheEngineer/Procuringntityshallberesponsible

for the Specifications ardrawings.

PROCURI NG EMRIBKSI YOS
The Procur Riskg Entityos

The Procuring -Entityés Risks are:

a)  war,hostilities(whethemwarbedeclaredr not),invasion,actof foreign
enemies, within th€ountry

b)  rebellion, terrorism, revolution, insurrection, military or usurpeder, or
civil war, within theCountry,

0 riot, commotion or disorder by person
and other employees including thergmnnel and employees &ub
Contractors, affecting the Site and/or Werks

d) lonizing radiations, or contamination by radiotivity from any nuclear fuel,
or from any nuclear waste from the combustion of nuclear fuel, -eatdive
toxic explosive, orother hazardous properties of any explosive nuclear
assembly or nuclear component of such an assembly, except to the extent to
which the Contractor/SuBontractors may be responsible for the use of any
radio-activematerial

€) Pressurevavescausedy aircrdt or otheraerialdevicegravellingat
sonic or supersongpeeds

f) use or occupation by the Procuring Entity of any part of the Works, except as
may be specified in ti@ontract

g latehandingoverof sites,anomaliesn drawings latedeliveryof designsand
drawings of any part of the Works by
othersfor whomtheProcuringEntity isresponsible;

h) asuspension under Sause 2.3 unless it is attributable to
the Contraantd or 6s failure;

) physical obstructions or phgsl conditions other than climatic conditions,
encountered on the Site during the performance of the Works, for tivlich

Contractor immediately notified to the Procuring Entity and accepted by the
Procuring Entity.

TIME FOR COMPLETION
Execution of theWorks
The Contractor shall commence the Works on the Commencement Date and shall

proceed expeditiously and without delay and shall complete the Works, subject to
SubClause 7.3 below, within the Time for Completion.
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7.2

7.3
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8.1

8.2

9.1

Program

Within the time stated in & Contract Data, the Contractor shall submit to the
Engineer/ Procuring Entity a program for the Works in the form stated in the
Contract Data.

Extension ofTime

The Contractor shall, within such time as may be reasonable under the
circumstances, notifthe Procuring Entity/Engineer of any event(s) falling within
thescopeof SubClause6.1or 10.30f theseConditionsof Contractandrequesthe
ProcuringEntity/Engineeffor areasonablextensiorin thetime for thecompletion

of Works. Subject to thefaresaid, the Procuring Entity/Engineer shall determine
such reasonable extension in the time for the completion of Works as may be
justified in the light of the details/particulars supplied by the Contractor in
connection with the such determination by tArocuring Entity/Engineer within
such period as may be prescribed by the Procuring Entity/Engineer for the same;
and the Procuring Entity shall extend the Time for Completiatetsmined.

Late Completion

If the Contractor fails to complete the Wonrkghin the Time for Completion, the

Co nt r adytiabilitydtesthe Procuringentity for suchfailure shallbeto paythe
amount stated in the Contract Data for each day for which he fails to complete the
Works.

TAKING -OVER
Completion

The Contractomay notify the Engineer/Procuring Entity when he considers that
the Works are complete.

Taking-Over Notice

Within fourteen (14) days of the receipt of the said notice of completion from the
Contractor the Procuring Entity/Engineer shall either takedwercompleted Works

and issue a Certificate of Completion to that effect or shall notify the Contractor his
reasons for not takingver the Works. While issuing the Certificate

of Completion as aforesaid, the Procuring Entity/Engineer may identify any
outsainding items of work which the Contractor shall undertake during the
Maintenances Period.

REMEDYING DEFECTS
RemedyingDefects

The Contractor shall for a period stated in the Contract Data from the date of issue
of the Certificate of Completion carry quatt no cost to the Procuring Entity, repair
andrectificationwork whichis necessitatetly the earlierexecutionof poorquality

of work or useof belowspecificationsnaterialin theexecutiorof Worksandwhich

is so identified by the Procuring EntiBrigineer in writing within the said period.
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9.2

10.1

10.2

10.3

Uponexpiryof thesaidperiod,andsubjectotheC o n t r dadhfuldy pesferming

his aforesaid obligations, the Procuring Entity/Engineer shall issue a Maintenance
Certificate whereupon all obligations ofetlfContractor under this Contract shall
come to aend.

Failure to remedy any such defects or complete outstanding work within a
reasonable time shall entitle the Procuring Entity to carry out all necessary works
at the Contract or @remedyisgtdefectslmoiadriwgableto t h e
the Contractor shall be valued asaaiation.

Uncovering andTesting

The Engineer/Procuring Entity may give instruction as to the uncovering and/or
testing of any work. Unless as a result of an uncovering and#ing it is
establishedhattheC o n t r aesigngViatérials,Plantor workmanshiparenotin
accordance with the Contract, the Contractor shall be paid for such uncovering
and/or testing as a Variation in accordance with-Slansel0.2.

VARIATIONS ANDCLAIMS
Right toVary

The Procuring EntitfeEngineer may issue Variation Order(s) in writing. where for
any reason it has not been possible for the Procuring Entity/Engineer to issue such
Variations Order(s), the Contractor may confirm any verbalrerdazen by the
Procuring Entity/Engineer in writing and if the same are not refuted/denied by the
ProcuringEntity/Engineemithin seven(7) daysof thereceiptof suchconfirmation

the same shall be deemed to be a Variation Orders for the purposes $iilbhi
Clause.

Valuation of Variations

Variations shall be valued as follows:

a) at a lump sum price agreed between the Paoties,
b) where appropriate, at rates in the Contact,
0 in the absence of appropriate rates, the rates in the Contract shakibe use

as the basis for valuation, failing which

d at appropriate new rates, as may be agreed or which
the Engineer/Procuring Entity considers approprate,

2) if the Engineer/Procuring Entity so instructs, at day work rates set out in
the Contract Data for ich the Contractor shall keep records of hours of
| abour and Contractor ouwsedEqui pment ,

Early Warning

The Contractor shall notify the Engineer/Procuring Entity in writing as soon as he
is aware of any circumstance which may delaglisrupt the Works, or whiahay
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give rise to a claim for additionadyment.

To t he extent of t he Contractor os f ai
Engineer/Procuring Entity being unable to keep all relevant records or not taking

steps to minimize andelay, disruption, or Cost, or the value of any Variation, the
Contractords entitl ement to extension
payment shall be reduced/rejected.

10.4. Valuation of Claims

If the Contractor incurs Costas aresultofany t he Procuring Ent
Contractor shall be entitled to the amount of such Cost. If as a result of any
Procuringé n t iRisk;,ibisnecessario changegheWorks,thisshallbedealtwith

as a Variation subj ec orinteation®fochaimrtatoet or 6 s
Engineer/Procuring Entity within fourteen (14) days of the occurrencauste.

10.5 Variation and Claim Procedure

The Contractor shall submit to the Enginé@rocuring Entity an itemized make

up of the value of variations and claims within twenty-eight (28) days of the
instruction or of the event giving rise to the claim. The Engineer/Procuring Entity
shall check and ipossible,agree the valueln the absence of agreement, the
Procuring Entity shall determine thelue.

1 CONTRACT PRICE ANDPAYMENT

11.1 @) Terms of Payments

The amount due to the Contractor under any Interim Payment Certificate
issuedbythe Engineempursuanto this Clause pr to anyothertermsof the
Contract, shall , subject to Clause 7.4 of Conditionsasft@act (CoC) be

paid by the Procuring Entity to the Contractor within 30 days after such
Interim Payment Certificate has been jointly verified by Procuring Entity
and Contractor, or, in the case of the Final Certificate referred to in Sub
Clause 11.5 of @C, within 60 days after suétinal

Payment Certificate has been jointly verified by Procuring Entity and
Contractor; Provided that the Interim Payment shall be caused in 42 days

and Final Payment in 60 days in case of foreign funded project. In the
eventof the failure of the Procuring Entity to make payment within the

times stated, the Procuring Entity shall pay to the Contractor
compensation at the 28 days rate of KIBOR+2% per annum in local
currencyandLIBOR+1%for foreigncurrencyuponall sumsunpad from

the date by which the same should have been paid. The provisions of this
SubCl ause are without prejudice to t
Clause 12.ZoC.

(b) Valuation of the Works
The Works shall be valued as provided for in tlomi€act Data, subject

to Clause 10.
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11.2

11.3

11.4

115

11.6

Monthly Statements
The Contractor shall be entitled to be paid at monthly intervals:
a) the value of the Works executeaid

b) The percentage of the value of Materials and Plant reasonably delivered
to the Site, as stadein the Contract Data, subject to any additions or
deductions which may lokie.

The Contractor shall submit each month to the Engineer/Procuring Entity
a statement showing the amounts to which he considers himself entitled.

Interim Payments

Within a peiod not exceeding seven (7) days from the date of submission of a
statement for interim payment by the Contractor, the Engineer / Procuring Entity
shall verify the same and within a period not exceeding thirty (30) days from the
said date of submission lige Contractor, the Procuring Entity shall pay to the
Contractor the sum verified by the Engineer less retention money at the rate stated
in the Contract Data.

Retention

Retention money shall be paid by the Procuring Entity to the Contractor within

fourteen (14) days after either the expiry of the period stated in the Contract Data,
or the remedying of notified defects, or the completion of outstanding work, all as

referred to in SutClause 9.1whicheveris the later.

Final Payment

Within twenty-one (21) days from the date of issuance of the Maintenance
Certificate the Contractor shall submit a final account to the Engineer to verify and
the Engineer shall verify the same within fourteen (14) days from the date of

submission and forward the same to fecuring Entity together with any
documentation reasonably required to enable the Procuring Entity to ascertain the
final contract value.

Within sixty (60) daysfrom thedateof receiptof theverified final accountfrom the
Engineer, the Procuring Etytishall pay to the Contractor any amount due to the
Contractor. While making such payment the Procuring Entity may, for reasons to
be given to the Contractor in writing, withhold any part or parts of the verified
amount.

Currency

Payment shall be in theurrency stated in the Contract Data.
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12.1

12.2

12.3

12.4

DEFAULT
Default by Contractor

If the Contractor abandons the Works, refuses or fails to comply with a valid
instruction of the Engineer/Procuring Entity or fails to proceed expeditiously and
without delay, or is, eéspite a written complaint, in breach of the Contract, the
Procuring Entity may give notice referring to this Stilause and stating the
default.

If the Contractor has not taken all practicable steps to remedy the default within
fourteen(14)daysafterreceiptof theProcuringe n t inotigedhgProcuringentity

may by a second notice given within a furtheenty-one(21) days, terminate the
Contract. The Contractor shall thdemobilizefrom the Site leaving behind any
Contractor 6s E @rodurmmgrentitytinstrudts, ic the secbhnd notice,
to be used for the completion of the Works at the risk and cost Gbtiteactor.

Default by Procuring Entity

If the Procuring Entity fails to pay in accordance with the Contract, or is, despite a
written complaint, in breach of the Contract, the Contractor may give notice
referring to this SutClause and stating the default. If the default is not remedied
within fourteen (14) days after the Prc
Contractor maywsspend the execution of all or parts of the Works.

If the default is not remedied withirventy-eight (28) days after the Procuring
Entityds receipt of the Contractorodés no
givenwithin afurthertwenty-one(21) days, terminatethe Contract.The Contractor

shall then demobilize from tlSate.

Insolvency

If a Party is declared insolvent under any applicable law, the other Party may by
notice terminate the Contract immediately. The Contractor shall then demobilize
from the Site | eaving behind, i n the c:
Contractords Equi pment which the Procur

used for the completion of the Works.

Payment uponTermination

After termination the Contractor shallbeentitledto paymenif theunpaidbalance
of the value of the Works executed and of the Materials and Plant reasonably
delivered to the Site, adjusted by tbkowing:

F2) any sums to which the Contractor is entitled urgldrClausel0.4,
b any sims to which the Procuring Entity entitled

0 if the Procuring Entity has terminated under €ilause 12.1 or 12.3, the
Procuring Entity shall be entitled to a sum equivalent to twenty percent
(20%) of the value of parts of the Works not executed at @te of the
terminationand
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d if the Contractor has terminated under $ilause 12.2 or 12,3the
Contractor shall be entitled to the cost of his demobilization togethea with
sum equivalent to ten percent (10%) of the value of parts of the Works not
execued at the date eérmination.

The net balance due shall be paid or repaid witkenty-eight(28) days of
the notice of termination.

13 RISKS ANDRESPONSIBILITIES
13.1 Contractor 6WorkEar e of t he

Subject to SulClause 9.1, the Contractor shall take fuipensibility for the care

of the Works from the Commencement Date until the date of the Procuring
Entitydos/ Engineerods issuance-Calse&82er tifi
Responsibilityshallthenpasgo theProcuringentity. If anylossor damagéhappens

to the Works during the above period, the Contractor shall rectify such loss or
damage so that the Works conform with @etract.

Unlessthelossor damagéappenssaresultof anyof theProcuringe n t iRisks0 s
theContractorshallindemnify the Procuringentity, or hisagentsagainstall claims
loss, damage and expense arising out oWheks.

13.2 ForceMajeure

If Force Majeure occurs, the Contractor shall notify the Engineer/Procuring Entity
immediately. If necessary, the Contractor maysas the execution of the Works

and, to the extent agreed with the Pro
Equipment.

If the event continues for a period @fjhty-four (84) days, either Party may then
give notice of termination which shall take efféventy-eight(28) days after the
giving of the notice.

After termination, the Contractor shall be entitledgayment of the unpaid

balance of the value of the Works executed and of the Materials and Plant
reasonably delivered to the Site, adjustgdhe following:

a any sums to which the Contractor is entitled uridrClausel10.4,
b the cost of his demobilizatioand
0 less any sums to which the Procuring Enstgntitled

The net balance due shall be paid or repaid withinty-five (35) days othe
notice of termination.

14 INSURANCE
14.1 Arrangements
TheContractorshall,priorto commencingheWorks,effectinsurancesf thetypes,
in the amounts and naming as insured the persons stipulated in the Contract Data

exceptfor items(a)to (e) and(i) of theProcuringE n t iRisksdnderSub Clause
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14.2

15.1

15.2

15.3

154

6.1.Thepoliciesshallbeissuedbyinsurersandin termsapproveddy the Procuring
Entity. The Contractor shall provide the Engineer/Procuring Entity with evidence
that any required policy is in force atttht the premiums have bepaid.

Default

If the Contractor fails to effect or keep in force any of the insurances referred to in
the previous SulClause, or fails to provide satisfactory evidence, policies or
receipts, the Procuring Entity may, withquejudice to any other right or remedy,
effect insurance for the cover relevant to such as a default and pay the premiums
due and recover the same plus a sum in percentage given in Contractor Data from
any other amounts due to the Contractor.

RESOLUTION OFDISPUTES
Engi neeisiod s

If a dispute of any kind whatsoever arises between the Procuring Entity and the
Contractor in connection with the Works, the matter in dispute shall, in the first
place, be referred in writing to the Engineer, with a cophé other party. Such
reference shall state that it is made pursuant to this Clause. No later than the
twenty-eight (28) days after the day on which he received such reference, the
Engineer shall give notice of his decision to the Procuring Entity aed th
Contractor. Unless the Contract has already been repudiated or terminated, the
Contractor shall, in every case, continue to proceed with the Work with all due
diligence, and the Contractor and the Procuring Entity shall give effect forthwith
to every sub decision of the Engineer unless and until the same shall be revised,
as hereinafter provided in an arbitral award.

Notice ofDissatisfaction

If a Party is dissatisfied with the decision of the Engineer or if no decision is given
within the time set ouh SubClause 15.1 here above, the Party may give notice
dissatisfaction referring to this Sutiause within fourteen (14) days of receipt of
thedecisionor the expiry of thetime for thedecision.If no noticeof dissatisfaction

is given within the spcified time, the decision shall be final and binding on the
Parties. If notice of dissatisfaction is given within the specified time, the decision
shall be binding on the Parties who shall give effect to it without delay unless and
until the decision oftte Engineer is revised by arbitrator.

Arbitration

A dispute which has been the subject of a notice of dissatisfaction shall be finally
settled as per provisions of Arbitration Act 1940 (Act No. X of 1940) and Rules
madethereundeandanystatutorymodficationsthereto Any hearingshallbeheld

at the place specified in the Contract Data and in the language referred te in Sub
Clausel.5.

Resolutionof Disputein Absenceof theEngineer.

In case no Engineer has been appointed, the dispute, if awgenethe Procuring
Entity and the Contractor in connection with the Works, shall first be tried to be
resolved amicably. In case the dispute could not be resolved amicably, it shall be
settled as per provision of Arbitration At940.
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16

INTEGRITY PACT

If the Contractor, or any of his S@ontractors, agents or servants is found to have
violated or involved in violation of the Integrity Pact signed by the Contractor as
ScheduléF to his Bid, then theProcuringEntity shallbe entitlecto:

@ recover from the @Gntractor an amount equivalent to ten times the sum of any
commi ssi on, gratification, bribe, finde
or any of his Sontractors, agents servants;

() terminate the Contracind

© recover from the Contractor any $oer damage to the Procuring Entity as a result
of such termination or of any other corrupt business practices of the Contractor or
any of his SukContractors, agents servants.

On termination of the Contract under SRara (b) of this SulClause, the Qatractor

shall demobilize from the Site | eaving

Procuring Entity instructs, in the termination notice, to be used for the completion of

the Works at the risk and cost of the Contractor. Payment upon such termgtnatiion

be made under Sublause 12.4, in accordance with Seéra (c) thereof, after having

deducted the amounts due to the Procuring Entity undeiP8td (a) and (c) of this

SubClause.
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CONTRACT DATA

(Note: Except where othersg indicated, all Contract Data should be filled in by the
Procuring Entity prior to issuance of the Bid Solicitation Documents)

Sub-Clauses of Conditions of Contract

113 Procuring Entityds Drawings, I f any
(To be listed by the Procuriigntity)

1.1.4 The Procuring Entity means
Executive Engineer

115 TheContractormeans

The one who take participant in The Bidding Process

1.1.7CommencemenDate meandhedateof issueof E n g i nNoteetaddCo®mMmenceavhich
shall be issued within fourteen (14) days of the signiripe Contrachgreement.

1.1.9 Time for Completion Monthsdays

(The time for completion of the whole of the Works should be assessed by the
Procuring Entity)

1.1.20Engineer (if appointed)

1.3  Documents forming the Contract liged in the order of priority :

@ The ContracAgreement

(b) Letter ofAcceptance

© The completed Form d&id

d ContracData

e Conditions ofContract

® The completed Schedules to Bid including Schedtiferices
) The Drawings, iiny

) TheSpecifications

0]
()

(The Procumg Entity may add, in order of priority, such other documents as form part of the
Contract. Delete the document, if not applicable)

2.1 Provision of Site: On the Commencemebate*

31  Authorized person:
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32 Name and address of Emgi meqrris/emrt ad

4.4 Performance Security:

Amount
Validity

(Form: As provided under Standard Forms* of these Documents)

51 Requirements for Contractoros desig
Specification Clausd 0 6 s

7.2 Program:
Time for submission: Within fourteen (14) days* of the Commencement Date.
Form of program: (Bar Chart/CPM/PERT ather)

7.4  Amount payable due to failure to completallbe % per day up to a maximuaof

(10%) * of sum stated in the Letter of Acceptance

(Usually the liquidated @images are set between 0.05 percent and 0.10 percent |
day.)

9.1 Period for remedying defects

10.2 (e) Variation procedure:

Day workrates (details)

11.1 *(@@) Terms of Payments

Payment of Contract Price shall be made in the following evann

Payment of Contract Price shall be made in the following manner:

10-15% of Contract Price shall Ipaid as interest free mobilization advance withays after the

receipt of acceptable-Bank Guarantee for such advance paymentécoliery / adjstment of

mobilization advance or other advances, if any, is to be affected @%®of each IPC, starting

from the Ist IPC of the executed works. Full recovery of advances, if remaaxcaannted for in

the 1 PCb6bs, iIis to becatfictect ed in the final pa:

80-85% shall be paid in accordance with Clause 8.2,11.2 & 11.3 of Conditions of Contract. And
Five percent (5%) shall be paid in accordance with Clause 11.4 of Conditions of Contract.11.1
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*(b) Valuation of the Works*:

i) Lumpsumprice (detaik),or
i) Lump sum price with schedulegrates (details),or
i) Lump sum price with bilbf quantities (details),or

IvV) Remeasurememnwith estimated/bidjuantitiesn the Schedulef
Prices (details),or/and

v) Costreimbursable (details)

11.2 (b) Percentag of value of Materials and Plant( for day work if

applicable)
Materials %)*
Plant %)*

11.3 Percentageof retention:  five (5%)
11.6 Currency of payment: Pak.Rupees
14.1 Insurances:

Type of cover

The Works

Amount of cover

The sum stated in the Lettef Acceptance plus fifteen percent (15%)
Type of cover

Contractords Equi pment:

Amount of cover

Full replacement cost

* (Procuring Entity to amend appropriate)
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Type of cover
Third Partyinjury to persons and damage to property

(The minimum amount of third party insurance should be assessed by the
Procuring Entity and entered).

Workers:

Othercover*———

(In each case name of insured is Contractor and Procuring Entity)

14.2 Amount to berecovered
Premium plus percent (__ %).

15.3 Arbitrati on

Place ofArbitration:

* (Procuring Entity to specify appropriate)
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STANDARD FORMS

(Note: Standard Forms provided in this document for securities are to be issued by a bank. In
case the bidder choosesissue a bond for accompanying his bid or performance of contract
or receipt of advance, the relevant format shall be tailored accordingly without changing the
spirit of the Forms of securities).
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FORM OF BID SECURITY
(Bank Guarantee)
GuamlnteeéNo.
Executedn

(Letter by the Guarantor to the Procuring Entity)

Name of Guarantor (Scheduled Bank in Pakistan) with
address:

Name of Principal (Biddewith

address:

Penal Sum of Security (express in words and
figures):

Bid ReferencéNo. Dateof Bid

KNOW ALL MEN BY THESE PRESENTS, that in pursuance of the terms of the Bid and at
therequesbf thesaidPrincipal, wetheGuarantoabovenamedareheldandfirmly boundunto

the , (hereinafter calledThe A Pr ocur i ng
Ent i ntyedym stated above, for the payment of which sum well and truly to be made, we
bind ourselvespurheirs,executorsadministratorandsuccessorgpintly andseverally firmly

by theseresents.

THE CONDITION OF THIS OBLIGATION IS SUCH, that wheredke Principal has
submitted the accompanying Bid numbered and dated as above for
(Particulars of Bid) to theaid Procuring

Entity; and

WHEREAS, the Procuring Entity has required as a condition for considering the said Bid that
thePrincipalfurnishesaBid Securityin theabovesaidsumto the Procuringentity, conditioned
asunder:

® thattheBid Securityshallremainvalid for a periodof twentyeight (28)daysbeyond
the period of validity of thbid;

@ that in the evenf;
@ the Principal withdrawkis Bid during the period of validity @id, or

) thePrincipaldoesnot accepthecorrectionof his Bid Price,pursuantoSub
Clause 16.4 (b) of Instructions to Bidders, or

© failure of the successful bidder

0 furnish the required Performance Secuyrityaccordance witBub
Clause IB21.1 of Instructions to Bidders, or

® sign the proposed Contract Agreement, in accordance with Sub
ClausedB-20.2& 20.30f InstructiongoBidders,

the entire sum be paid immediately to the said Procuring Entity fayei|
completion and not as penalty for the successful bidder's failure to perform.

(53)
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NOW THEREFORE, if the successful bidder shall, within the period specified therefore, on
theprescribedorm presentedo him for signatureenterinto aformal Contra¢ Agreementvith

the said Procuring Entity in accordance with his Bid as accepted and furnish viathiteen

(14) days of receipt of Letter of Acceptance, a Performance Security with good and sufficient
surety , as may be required, upon the form presdriby the said Procuring Entity for the
faithful performance and proper fulfilment of the said Contract or in the event of non
withdrawalof thesaidBid within thetime specifiedthenthis obligationshallbevoid andof no

effect, but otherwise to renmain full force anceffect.

PROVIDED THAT the Guarantor shall forthwith pay to the Procuring Entity the said sum
stated above upon first written demand of the Procuring Entity without cavil or argument and
withoutrequiringthe ProcuringEntity to proveor to showgroundsor reasongor suchdemand,

notice of which shall be sent by the Procuring Entity by registered post duly addressed to the
Guarantor at its address givaove.

PROVIDED ALSO THAT the Procuring Entity shall be the sole and final judgeléciding
whether the Principal has duly performed his obligations to sign the Contract Agreement and
to furnish the requisite Performance Security within the time stated above, or has defaulted in
fulfilling saidrequirementandthe Guarantoshallpaywithout objectionthesumstatedabove
uponfirst written demandrom the ProcuringEntity forthwith andwithout anyreferenceo the
Principal or any othgrerson.

IN WITNESS WHEREOF, the above bounded Guarantor has executed the instrument under
its sehon the date indicated above, the name and seal of the Guarantor being hereto affixed
and these presents duly signed by its undersigned representative pursuant to authority of its
governing body.

Guarantor (Bank)

Witness: 1.Signature
1. 2.Name
3.Title

Corporate Secretary (Seal)

(Name, Title& Address) Corporate Guarant¢seal)
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FORM OF PERFORMANCE SECURITY
(Bank Guarantee)

Guarantedlo.
Executedn

(Letter by the Guarantor to the Procurtrgity)

Name of Guarantor (Scheduled Bank in Pakistan) with

address:

Name of Principa{Contractor)with
address:

Penal Sum of Security (express in words and
figures)

Letter ofAcceptanceéNo. Dated

KNOW ALL MEN BY THESE PRESENTS, that in pswance of the terms of the Bidding
Documents and above said Letter of Acceptance (hereinafter called the Documents) and at the
request of the said Principal we, the Guarantor above named, are held and firmly bound unto
the (hereinaftercalledthe
Procurirg Entity) in the penal sum of the amount stated aplovehe payment of which sum

well and truly to be made to the said Procuring Entity, we bind ourselves, ouekestors,
administrators and successors, jointly and severally, firmtirdgepresets.

THE CONDITION OF THIS OBLIGATION IS SUCH, that whereas the Principal has accepted
the ProcuringEnt i t y 6said albtervod Acceptance for
(Name of Contract) fahe

(Name ofProject).

NOW THEREFORE, if the Principal (Contractafall well and truly perform and fulfill all

the undertakings, covenants, terms and conditions of the said Documents during the original
terms of the said Documents and any extensions thereof that may be granted by the Procuring
Entity, with or without ntice to the Guarantor, which notice is, hereby, waived and shall also
well and truly perform and fulfill all the undertakings, covenants terms and conditions of the
Contract and of any and all modifications of the said Documents that may hereafter be made,
noticeof which modificationsto the Guarantobeingherebywaived,then,this obligationto be

void; otherwise to remain in full force and virtue till all requirements of Clause 9, Remedying
Defects, of Conditions of Contract dudfilled.

Our total lability under this Guarantee is limited to the sum stated above and it is a condition
of any liability attaching to us under this Guarantee that the claim for payment in whitithg

be received by us within the validity period of this Guarantee, faikhgch we shall be
discharged of our liability, if any, under tsiarantee.
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We, (the Guarantor), waiving albbjectionsand
defences under the Contract, do hereby irrevocably and independently guarantee to pay to the
Procuring Entity without delay updhe Procuring Entity's first written demand without cavil

or argumentsandwithout requiringthe ProcuringEntityto proveor to showgroundsor reasons

for suchdemandanysumor sumsupto theamountstatedabove againstheProcuringEntity's

written declaration that the Principal has refused or failed to perform the obligationghmder
Contractfor which paymenwill beeffectedby the Guarantoto Procuringé n t idésigriated

Bank & AccountNumber.

PROVIDED ALSO THAT the Procuring Entity shall Itlee sole and final judge for deciding
whether the Principal (Contractor) has duly performed his obligations under the Contract or
has defaulted in fulfilling said obligations and the Guarantor shall pay without objection any
sumor sumsupto theamountstatedaboveuponfirst writtendemandrom theProcuringentity
forthwith and without any reference to the Principal or any qieson.

IN WITNESS WHEREOF, the above bounded Guarantor has executed this Instrument under
its seal on the date indicated &bpthe name and corporate seal of the Guarantor lheiatp

affixed and these presents duly signed by its undersigned representative, pursuant to authority
of its governingbody.

Guarantor (Bank)

Witness:
1. 1. Signature
2. Name
Corporate Secretary (Seal)
3. Title
2.
(Name, Title & Address) Corporate Guarantor (Seal)
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FORM OF CONTRACT AGREEMENT

THI'S CONTRACT AGREEMENT (hereinadnther call ed
day of 20 between (hereinafter called

the AProcuri ng onepaktn tandt y 0 ) (hereinafter tcdiled the
AContractorpar)) of the other

WHEREAS the Procuring Entity is desirous that cerné&iorks, viz
should be executed by the @actor and has accepted a Bid by the Contractor the
execution and completion of such Works and the remedying of any dbézeis.

NOW this Agreementvitnesseds follows:

1 In this Agreement words and expressions shall have the samengseasiare
respectivehassignedo themin the Conditionsof Contracthereinaftereferredo.

2. Thefollowing documentsfterincorporatingaddendaif anyexcepthosepartsrelating
to Instructiongto Bidders,shallbedeemedo form andbereadandcongruedaspartof
this Agreementyiz:

(@  The Letter oAcceptance;

(b) The completed Form of Bid along with ScheduleBidp
(© Conditions of Contract & Contrabata;

(d)  The priced Schedule drices;

(e) The Specificationsand

® TheDrawings

3. In consideration of the payents to be made by the Procuring Entity to the Contractor
as hereinafter mentioned, the Contractor hereby covenants with the ProcurintpEntity
execute and complete the Works and remedy defects therein in conformity and in all
respectsvithin theprovisionsof theContract.

4. The Procuring Entity hereby covenants to pay the Contractor, in consideration of the
execution and completion of the Works as per provisions of the Contract, the Contract
Priceor suchothersumasmaybecomepayableunderthe provisions of the Contractat
thetimesandin themanneiprescribedy theContract.
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IN WITNESS WHEREOF the parties hereto have caused this Contract Agreement to be
executed on the daynonth and year first before written in accordance with theirecs@
laws.

Signature of the Contactor Signature of the Procuring Entity
(Seal) (Seal)

Signed, Sealed and Delivered in the presence of:

Witness: Witness:

(Name, TitleandAddress) (Name, Title anéddress)
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FORM OF BANK GUARANTEE FOR ADVANCE PAYMENT

Guarantedlo.

Executedn

(Letter by the Guarantor to the Procurtrdity)

WHEREAS the (hereinafter
called the Procuring Entity) has entered into a Contract for

(Particulars of Contréc with

(hereinafter called tieontractor).

AND WHEREAS the Procuring Entity has agreed to advance to the Contractor, at the
Contractoros ref g Re.st , a nRupees amo

) which amount shall be advanced te @ontractolas per

provisions of th&Contract.

AND WHEREAStheProcuringEntity hasaskedthe Contractotto furnish Guarante¢o secure
the advance payment for the performance of his obligations under tiGosaéialct.

AND WHEREAS (ScheduledBank)
(hereinafter called the Guarantor) at the request of the Contractor and in consideration of the
Procuring Entity agreeing to make the above advance to the Contractor, has agreed to furnish
the saidsuarantee.

NOW THEREFOREhe Guarantoherebyguaranteethatthe Contractorshallusetheadvance

for the purposeof above mentione@ontractandif hefails, andcommitsdefaultin fulfillment

of any of his obligations for which the advance payment is made, the Guarantor shall be liable
to the Procuring Entitjor payment not exceeding the aforementica@dunt.

Noticein writing of anydefault,of which the ProcuringEntity shallbethe soleandfinal judge,

as aforesaid, on the part of the Contractor, shall be given by the Procuring Entity to the
Guarantor, ad on such first written demand payment shall be made by the Guarantor of all
sums then due under this Guarantee without any reference to the Contractor and without any
objection.

This Guarantee shall come into force as soon as the advance payment laedeszhto the
account of the Contractor.

This Guarantee shall expire dater than

by which date we must have received any claims by registered letter, telegram, telex or
E-mail.
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It is understood that you will return this Guarantee to us on eapiafter settlement of the
total amount to be claimed hereunder.

Guarantor (Scheduled Bal

Witness:
1. 1. Signature
2. Name
Corporate Secretary (Seal)
3. Title
2.
(Name, Title & Address) Corporate Guarantor (Seal)

84



SPECIFICATIONS

[Note for Preparing the Specifications

A setof preciseandclearspecificationss a prerequisitdor biddersto respondealisticallyand
competitively to the requirements of the user without qualifying Biels. The specifications
mustbedraftedto permitthewidestpossiblecompetitionand,atthesametime, presentclear
statemenof therequiredstandardef workmanshipmaterials performancef theworks.Only

if this is done objectives of econormsfficiency, and fairness in procurement will be realized

and responsiveness of Bids can be ensured, and the subsequent task of bid evaluation can be
facilitated. The specifications should require that materials to be incorporated in the works be
new, unsed, and of the most recent or current models, and incorporated all recent
improvementsn designandmaterialsunlessprovidedfor otherwisen thecontract.

Sampleof specificationdrom similar te-previousprocurementsreusefulin thisrespectThe

use of metric units is encouraged. Depending on the complexity of the works and the
repetitivenessf thetype of procurementit maybeadvantageout® standardizeéhe Technical
Specificationghatshouldcoverall classe®f workmanshipmaterialsandequipmentalthough

not necessarily to be used in a particpfacurement.

Care must be taken in drafting specifications to ensure that they are not restrictive. In the
specificatiorof standard$or equipmentmaterialsandworkmanshiprecognizednterndional
standards should be used as much as possible. The specifications shall consider all conditions
but not limited to seismic conditions, weather conditions and environmental impact. The
specifications should state that equipment, materials, and woskipathat meet other
authoritative standards, and which ensure at least a substantially equal quality than the
standards mentioned, will also be acceptable. The following clause may be inserted in the
Specifications.

Sample Clause: Equivalency of Standaathd Codes
Wherevereferencas madein the Specificationdo specificstandardeandcodeso be metby
Worksto befurnishedandtestedtheprovisions ofthelatestcurrenteditionor revisionof the

relevant shall apply, unless otherwise expresdjedtin the Contract. Other authoritative
standards that ensure equivalence to the standards and codes specifieacadptable.]
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*DRAWINGS

* (Note: The Engineer/Procuring Entity may incorporate specific Drawfog8idding
purpases only or may include the detailed drawings in a separate volume, if
necessary).
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SYSTEM DESIGN FOR MANUAL BASED SOLAR POWER

PUMPING SETS
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BILL OF QUANTITWil Workdackage?

MRS 2025
SH# 1st bi Description. Unit | Qty: Rate. Amount
(Annaul)
Total Amount In R
Total Amount In Millio
Note:

Contractor Premium

Signature o€ontractor

Any other iterof work crop out during execution will be paid on-20RS 1st bi
The Quantities are liable to be increased or decreased during execution.

% Above / Below.
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Name of work

BILL OF QUANTITIES Civil Work
(1. Construction of New Solar Irrigation Tube well at Bosti Khel TSD Darra)

B.0.Q.

ADP NO.2153/250066 Construction of 30 Nos Solar Based Irrigation Tube Wells In Merged Districts

Sub Work:-  Construction of New Solar Irrigation Tube well at Bosti Khel TSD Darra.
Estimated Cost:- 8165690 /-
Estimated Money:- 163314 /-
Time Limit:- As per work order
MRS,
S# | 2028 1st Bi Discription Unit Qty Rate Amount
Annual
Excavation in shingle or gravel formation & rock not requiring blast, )
1 03-11-a aidréssed. SO sad + DFY M 46127 22 14356
3 03-25< Excavation in of 2. bridges cte I in hard soil or soft a 19.694 44242 8713
|murum
~ y n ires N S di 5 4
3 03-12-d I anh‘c\c.a\ ation in m‘lgalmn channels/drains & disposal upto 25m. & M 26.620 938 14 24973
dressing : in Shingle/Gravel
4 2441 Conducting Elec: Resistivity survey of the arca and furnishing its reports. Job 1.00 3725838 37258
Mobilization of plant, equi and camping arrangements etc &
5 2 e S !
S N demobilization after completion. Jeb - ol i
Drilling of Bore holes for tube well in all types of soil and soft rock except
6 | 2402-2.00 hgrd rock l'mmvground Icvc’l upl? 328 M dc!)(h (Om_lo lOOl?l). including M 100.00 17564 64 1756464
sinking, collection of 100 % corings and withdrawing of pipe, complete as
per specifications.: Dia of Bore 18" (450 mm) i/d
Drilling of Bore holes for tube well in all types of soil and soft rock except
2 | 2802607 harld ?ck from a dcpgt ol"3284l ft 10 656 ﬂ (100.1m 'lo 200 rp) dcpll'n. M 25.00 20178 64 504466
g sinking, of 100 % corings and withdrawing of pipe,
plete as per specifications.: 18" (450 mm) V/d
Providing and installing PVC blind pipe BSS Class "D" in Tube Well Bore
8 | 24-12-c03 |Hole including Sockets and Solvents and jointing with strainer etc. compl M | 10000 | 14296.03 1429603
: 10" Nominal Pipe Size (NPS) (250 mm)
Providing and installing PVC Strainer BSS Class "D" of approved make \
9 | 24-09-¢-03 |quality in tubewell bore hole, including socket, special sockets, studs etc. M 25.000 7163.73 179093
plete as per specification: 10" Nominal Pipe Size (NPS) (250 mm)
Providing and installing wooden bail plug intubewell BSS Class ‘D' working .
N d 7168.4
10 | 24-10-c-03 pressure : 10° (250 mm) i/d o 1.000 168.46 7168
Shrouding with graded pack gravel 3/8" (10 mm) to 1/8" (3 mm) around
z 47. S
i ey tubewell in bore hole complete as per specification:- " s SAHES AN
12 2613 Testing anc! dcvc.lopmg of tubewell with DNT unit 8" i/d and above complete en | 72.000 3369.41 242598
as per specifications
Cleaning and washing of tubewell with air comp in all sizes and depth,
-13- 2 - A 7. 86 24227
13 24-13-2 8" i/d and above P 000 3364 0
14 06-05-f Phu? Cement Concrete including placing, compacting, linishing & curing M3 10.012 1703528 170556
(Ratio 1:2:4)
Cement Concrete (brick/stone ballast, 1.5 to 2*/nullah shingle well graded N
M3 4.361 10776.73 154765
15| 0603b | i leancd) in foundation & plinth (Ratio 1:4:8) -
16 | 07-04-a-03 |Ist class brick work in foundation and plinth in Cement, sand mortar 1:4 M3 41.736 17062 81 712133
17 | 06-26-8-02 Damp proofeoursegfcem. COI.IC _I'2'4 including bitumen coat, | layer a2 | 32082 151002 48399
polythene & 1 coal (2" thick)
18 | 07-05-a-03 |Ist class brick work in ground floor Cement, sand mortar 1:4 M3 | 44762 18128 70 811477
19 03-18d Filling, watering and ramming earth under floor with carth excavated from s | 126570 2717 66724
outside lead upto 30m
v Supplying and Fixing 18 SWG MS Sheet Door with angle iron frame 9% §
- v 1 $°x1 $"x1/8%), bolt, hinges, paint etc compl M 15 FISEM 6943
21 11-09-b | Cement plaster | 4, upto 20" height 172" thick M2 | OI80 428 S1949 93731
22 11-18-b  [Cement pointing struck joints, on walls, upto 20" height ‘Ratio | 3 M2 | 211638 $30 2§ 113280
23 | 11-23-2-03 |White washing New surface - Three coals M2 | 370 486 77.14 28579
Providing and fixing barbed wire (12 Guage) fencing consisting off
1.5"x1.5"x3/16" angle wron post 3 25 ft long, $ 10 6 fi centre 1o centre
4
M 34 embedded in cement concrete |2 4 base of size 9"°x9"x 12", and 3 rows of n "an 1 3
barbed wire, p g posts, etc complete in all respects
RCC n roof slab, beam, column & other structural members, insiu or
25 | 06-07-2-03 precast Type C (124) M3 2402 19446 34 46710
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Supply & fabricate M S reinforcement for cement concrete (Hot rolled

P.T 01781 | 303008
% 06-08-c deformed bars Grade 40) " p .
2 10-15-d Provide & lay mppmg of concrete 124, including surface fimshing & M3 17.837 1431 12 25527
dividing in pancls : 2" thick
Supplying and Fixing 18SWG Steel Almirah, 12" max depth including box N
3 2344 shelves, back, shelves, lock, spray paint complete " 1% 175e3.7 23926
29 (09-36) :’lr:“\‘:l:f and fixing AC rain water down pipe 4" dia, with shoe, tee, bend & M 0320 1133.44 363
30 11-18-a  [Cement Pointing struck joints, on walls, upto 20" hight (Ratio 1:2) M2 23410 561.34 13141
3 11-08-a  |Cement plaster 1:3 upto 20" height 3/8" thick M2 44.590 499 95 22293
Providing, Laying, cutting, jointing, testing and disinfecting GIPipe line in
hes,withsocketjointusingGIPipesofEN10255-
1 | Ao 2004(approvedlightquality) i/c specials etc: plete as per specification 3" " 0 395044 39%0
NPS
Providing, laying, cutting, jointing, testing and disinfecting Gl pipeline in
33 | 24-16-c-06 trenches, with socket joint, using Gl pipes of EN 10255 - 2004 (Approved M 4.000 2431.83 9727

Light quality ) including specials etc.Complete as per specifications except
excavation. ‘2" Nominal Pipe Size (NPS)

Providing and Fixing of Sluice valve of BSS quality (BS 5163) for Gl, PVC,
34 | 24-22-2-01 |MS , HDPE and also for all type of pipes i/c rubber sheet , jointing material M 3.047 39874.52 121498
complete in all respect PN-16, 3 (75 mm) dia of Valve

35 03-67-c__|Structure back fill using material available at site M3 | 60317 544.30 32831

Providing & Fixing bardbed (22SWG) wire fencing on compund wall of
1.5"x1.5"x3/16" angle ireon post 3' long, 4' apart in bedded in CC 1:2:4 base

N % .
36| B4 | ofsize 6°x6"x9" and 4 rows of barbed wire i/c binding wire, painting post, 1 ER208 | A4S 28079
ctc: complete in all respect.
Providing and fixing steel grated doors, lete with locking ar
i P 2 2 » : ;
3 EEE. angle iron frame 2"x2"x3/8" and 3/4" round bars 4" center to center. - 1765 2800649 4943}
38 | 06-05-h ',,.I;fg) N VeFitclg, Compictieg. gand Curing (Ratio | 00 | 56618 | 1308372 312219
Erection and removal of Form work with Wood Surface Finshing for RCC or
M X : 2
3 0646k Plain cement Concrete in any shape - Position / Vertical iz, | 174560 76291 133250
40 MR Supply and Fixing of Pannel Naccas 12"-18" Complete in all respect. No 5.000 2500.00 12500
41 MR Supply & Fixing of Steel Girder size 7"x4" Rft 15.500 900.00 13950
Total:-| 7927854
Multiplied by area factor @ 3% 237836
Total:-| 8165690
Rs In Million:- 8.166
Note:-

1 If any other item (s) crop up during execution of the work, the same shall be executed by the Contractor as per direction of Engineer Incharge
2 Quantities mention in the B.O.Q are tentative basis, which may vary during execution of the work.

Sub Engineer Ass s14/ ter -
Irrigation Division
District Orakzai
% AT PAR/ Above / Below
Signature of Contractor
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Name of work

BILL OF QUANTITIES CIVIL WORK
(2. Existing Solar Irrigation Tube Well at Akhorwall TSD Darra Kohat )

IRRIGATION DIVISION District Orakzai

1.0

ADP NO.2153250066 Construction of 30 Nos Solar Based Irrigation Tube Wells In Merged Districts

Sub Work:-  Existing Solar Irrigation Tube Well at Akhorwall TSD Darra Kohat.
Estimated Cost:- 1792626 /-
Estimated Money:- JS853 /-
Time Limit:- As per work order
MRS .
Ss | 20285 1w Bi Discription Unit Qty Rate Amount
Annual
1 03-11-a :];;::;:n:;nx‘hlnrﬂc (l\;:m\cl formation & rock not requiring blast, ) 10773 31122 3383
ssad. S0m lead :
3 0328 Excavanion in foundation of building, bridges etc complete in hard soil or a 19.694 142.42 8713
soft murum.
55 Earth excavation in irrigation ch Is/drains & disposal upto 25m. & . s 5
2 154 dressing : in Shingle/Gravel - k12 i i
- Cement Concrete (brick/stone ballast, 1.5" to 2*/nullah shingle well graded
06-03-b : : ; - A} 7.933 10776 7 5492
4 and cleaned) in foundation & plinth (Ratio 1:4:8) " : e
S | 07-04-2-03 |1stclass brick work in foundation and plinth in Cement. sand mortar 1:4 M3 | 20010 17062 81 341427
6 06-05-f Phin Cmt Concrete (PCC) including placing, compacting, finishing and M3 5228 17035.28 89060
curing (Ratio 1:2:4).
-/ 11-18-a _|Cement Pointing struck joints. on walls, upto 20" hight (Ratio 1:2) M2 23410 561.34 13141
8 11-08-2  |Cement plaster 1:3 upto 20 height 3/8" thick M2 44.590 49995 22293
Providing, Laying, cutting, jointing. testing and disinfecting GIPipe line
L inrenches, withsocketjointusingGIPipesofEN10255- 44 <
9 160 2004(approvedlightquality) i/c specials etc: complete as per specification 3" L L e i
NPS
Providing, laying. cutting, jointing, testing and disinfecting Gl pipeline in
|trenches, with socket joint, using GI pipes of EN 10255 - 2004 (Approved —
24- z o < 5 g 2 N W 2431, 27
1 ResEe Light quality ) including specials etc.Complete as per specifications except ' R L &
excavation. 2" Nominal Pipe Size (NPS)
Providing and Fixing of Sluice valve of BSS quality (BS 5163) for G1. PVC,
11 | 24-22-2-01 |MS , HDPE and also for all type of pipes i/c rubber sheet . jointing material M 3.047 3987452 121408
complete in all respect PN-16, 3" (75 mm) dia of Valve
12 03-67-c _|Structure back fill using material available at site. M3 | 47.574 54430 25895
Providing & Fixing bardbed (22SWG) wire fencing on compund wall of
1.5"x1.5"x3/16" angle ircon post 3' long, 4' apart in bedded in CC 1:2:4 base
13 254 ) 1202 2.2 2
’ of size 6"x6"x9" and 4 rows of barbed wire i/c binding wire, painting post, ' 19.20 1462.27 8079
etc: complete in all respect.
Providing and fixing steel grated doors, complete with locking arrangement,
14 25-30- . N 3 2 ! 3
e angle iron frame 2"x2"x3/8" and 3/4" round bars 4" center to center. i 1153 R0 AL
Dam f course of cem. conc. 1:2:4 including bitumen coat, | layer
15 | 06-26-a-02 | TP Proo 8 M2 [ 8222 | 151002 2415
polyvthene & 1 coat bitumen (2" thick) % 08 12413
16 | 07-05-2-03 [1st class brick work in ground floor Cement, sand mortar 1:4 M3 | 16218 1812870 294011
17 25.45-2 Su;:pl) |r:g nr?d'flxlng l§ SWG MS Sheet Door with angle iron frame M2 3.902 11557 74 45098
1 5°x1.5"x1/8"), bolt, hinges. paint etc complete
18 | 11-09-b [ Cement plaster 14, upto 20" height 1722 thick M2 | 55568 51949 28867
'9j 11-18-b _[Cement pointing struck joints, on walls, upto 20" height :Ratio 1:3 M2 | 85435 $3025 45302
D | 11-23-2-03 [White washing: New surface : Three coats M2 | 117426 77 14 9088
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21 | 06-07-2-03 RCC in r?orslah. beam, column & other structural members, insitu or M3 2.402 19446.34 46710
precast. Type C (1:2:4)
2 06-08-¢ Supply & fabricate M.S. reinforcement for cement concrete (Hot rolled PTon| 0.1780 303008.50 53936
deformed bars Grade 40)
), )1 3 , i - H H H H
23 10-15-d I.ro.\ |'dc & lay loppmgl o(concrclc 1:2:4, including surface finishing & M3 17.837 1431.12 25527
dividing in panels : 2" thick
24 25-44 Supplying and Fixing 18SWG Steel {\lmlrah. 12" max depth including box M2 1.394 17163.74 23926
shelves, back, shelves, lock, spray paint complete
25 (09-36) Providing and fixing AC rain water down pipe 4" dia, with shoe, tee, bend M 0.320 1133.44 363
& clamp etc
2% 06-05-h ll’.l;fg)ccmem concrete i/c Placing, Compacting, Finishing and Curing (Ratio M3 18.123 13983.72 253427
27 06-46-b Erecuf)n and removal ofF'orm work with W('x.)d Surfa(:f: Finshing for RCC M2 | 118920 762.91 90725
or Plain cement Concrete in any shape - Position / Vertical
28 MR Supply and Fixing of Pannel Naccas 12"-18" Complete in all respect. No 5.000 2500.00 12500
29 MR Supply & Fixing of Steel Girder size 7"x4" Rft 15.500 900.00 13950
Total:- 1774877
Multiplied by area factor @ 1% 17749
Total:- 1792626
Rs In Million:- 1.793
Note:-

1 If any other item (s) crop up during execution of the work, the same shall be executed by the Contractor as per direction of Engineer Incharge
2 Quantities mention in the B.0O.Q are tentative basis, which may vary during execution of the work.

ub n;ine'er Asm

Irrigation Division
District Orakzai

% AT PAR/ Above / Below

Signature of Contractor
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Name of work

BILL OF QUANTITIES CIVIL WORK
(3. Existing Solar Irrigation Tube Well at Jawaki area TSD Darra Kohat)

IRRIGATION DIVISION District Orakzai

B.0.Q.

ADP NO.2153/250066 Construction of 30 Nos Solar Based Irrigation Tube Wells In Merged Districts

Sub Work:-  Existing Solar Irrigation Tube Well at Jawaki area TSD Darra Kohat.
Estimated Cost:- 1828220 /-
Estimated Money:- 36564 /-
Time Limit:- As per work order
MRS.
S# | 2025 Ist Bi Discription Unit Qty Rate Amount
Annual
1 03-11-a Excavation in shingle or gravel formation & rock not requiring blast, aw 10.773 311.22 3353
|undressed, 50m lead : Dry
2 03-25-¢ Excavation in foundation of building. bridges etc complete in hard soil M 19.694 14242 8713
or soft murum
3 03-12-d liamh_ c\cn.valiop in irrigation channels/drains & disposal upto 25m. & e 19.822 938 14 18596
dressing : in Shingle/Gravel
4 06-03-b Cement Concrete (hn.'ick/stonc pal!ast. !.5' to 2"‘Inullah shingle well M3 2933 10776.73 85492
graded and cleaned) in foundation & plinth (Ratio 1:4:8)
5 | 07-04-2-03 :s: class brick work in foundation and plinth in Cement, sand mortar M3 20,010 17062.81 341427
6 06-05-1 Plain Cgrncnl Cf)ncrclc (PCC) including placing, compacting, finishing M3 5228 17035.28 89060
and curing (Ratio 1:2:4)
9 11-18-a  [Cement Pointing struck joints, on walls, upto 20" hight (Ratio 1:2) M2 | 23410 561.34 13141
8 11-08-a  [Cement plaster 1:3 upto 20" height 3/8" thick M2 44.590 499.95 22293
Providing, Laying, cutting, jointing. testing and disinfecting GIPipe line
o | 24-16c08 | trenches,w |lh‘sockcuov|ntu.smg(‘rl[fipcsoﬂZNl0255- M 1.000 3950.44 3950
2004(approvedlightquality) i/c specials etc: complete as per
specification 3* NPS
Providing, laying, cutting, jointing, testing and disinfecting Gl pipeline
10 | 24-16-c-06 in trenches, \f’ilh sockf:l joi.nl. usipg Gl pi.pcs of EN 10255 - 2004 M 4.000 2431.83 9727
(Approved Light quality ) including specials etc. Complete as per
specifications except excavation. ‘2" Nominal Pipe Size (NPS)
Providing and Fixing of Sluice valve of BSS quality (BS 5163) for GI,
PVC, MS , HDPE and also for all type of pipes i/c rubber sheet ,
24-22-a- b ; . M 3.047 39874.52 121498
n ol jointing material complete in all respect PN-16, 3* (75 mm) dia of !
Valve
1 03-67-c | Structure back fill using common material available at site. M3 50.123 544.30 27282
Providing & Fixing bardbed (22SWG) wire fencing on compund wall of]
1.5"x1.5"x3/16" angle ircon post 3' long, 4' apart in bedded in CC 1:2:4
25-4 3 N 9.202 462.27 28079
n ? base of size 6"x6"x9" and 4 rows of barbed wire i/c binding wire, X l :
painting post, etc: complete in all respect.
Providing and fixing steel grated doors, complete with locking
14 [ 25-30-a  |arrangement, angle iron frame 2"x2"x3/8" and 3/4" round bars 4" center| M2 1.765 28006.49 19431
10 center.
Damp proof course of cem. conc. 1:2:4 including bitumen coat, | layer
15 | 06-26-2-02 M2 % 10.02 12415
polythene & 1 coat bitumen (2" thick) ; 320 »
16 | 07-05-2-03 |1st class brick work in ground floor Cement, sand mortar 1:4 M3 16218 18128.70 294011
1 25452 Suy:pl,un.g ulld_Fi\mg l§ SWG P\.ls Sheet Door with angle iron frame M2 3.902 11557 74 45098
1.5"x1 5"x1/8"). bolt, hinges. paint etc complete
18 | 11-09-b | Cement plaster 14, upto 20 height 1/2* thick M2 55 568 519 49 28867
19 11-18-b_|Cement pointing struck joints. on walls. upto 20' height -Ratio 1:3 M2 85 435 $3025 45302
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Signature of Contractor

n’/\;{

b, neer

% AT PAR/ Above / Below

95

As

i

ant neer *

Irrigation Division
District Orakzai

20 | 11-23-a-03 [White washing: New surface : Three coats M2 117.426 77.14 9058
21 | 06-07-0-03 RCC in n_ml slafh. beam, column & other structural members, insitu or M3 2402 19446.34 16710
precast. Type C (1:2:4)
2 06-08-c Supply & fabricate M.S. reinforcement for cement concrete (Hot rolled Pron | 0.1780 303008.50 53936
deformed bars Grade 40)
23 10-15-d l‘m}’@: & lay loppmﬁ of.concrclc 1:2:4, g surface [ g & M3 17.837 143112 25527
dividing in panels : 2" thick
2 2544 Supplying and Fixing 18SWG Steel Alml.rnh. 12" max depth including M2 1394 17163.74 23926
box shelves, back, shelves, lock, spray paint complete
), sy 1\ 1 o i atel ¢ ine 4" di o1 >
2% (09-36) Providing and fixing AC rain water down pipe 4" dia, with shoc, tee, M 0320 1133.44 363
bend & clamp cte
2 06-05-h l’Ian.1 cement concrete i/c Placing, Compacting, Finishing and Curing M3 19.822 13983.72 277185
(Ratio 1:3:6)
Erection and removal of Form work with Wood Surface Finshing for .
L4 b RCC or Plain cement Concrete in any shape - Position / Vertical M2 s e ol
28 MR Supply and Fixing of Pannel Naccas 12"-18" Complete in all respect. No 5.000 2500.00 12500
29 MR Supply & Fixing of Steel Girder size 7"x4" Rt 15.500 900.00 13950
Total:-| 1810118
Multiplied by area factor @ 1% 18101
Total:-| 1828220
Rs In Million:- 1.828
Note:-

I any other item (s) crop up during exccution of the work, the same shall be executed by the Contractor as per direction of Engineer
2 Quantities mention in the B.0.Q are tentative basis, which may vary during execution of the work.




BILL OF QUANTIBODLARIZATICMACKAGER

MRS 2025
S# 1st bi Descrption. Unit | Qty: | Rate.
(Annaul)

Amount

Total Amount In R

Total Amount In Milliol

Total Bid Price

Note: Following Information to be provided by the bidder otherwise bid shall be
declared as Noaresponsive (must be duly supported by evidence of exgtion)

Amount Chargeable % Federal (FBR) Sale Tax on goods (PKI

Federal (FBR) Sale Tax on goods @ % (PKFK

Amount Chargeable % Provisional (KPPRA) Sales Tax on Services (PKI|

Provisional (KPPRA) Sales Tax on Services @ % (PKR)

Total amount

Note: Any other item of work crop out during execution will be paid cROZ2R $st bi
The Quantities are liable to be increased or decreased during execution.
Contractor Premium % Abelosv/ B

Signature of Contractor
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IRRIGATION DIVISION District Orakzai
B.0.0O.

Numeofwork — ADFNO.21SV250066 Construction of 30 Nos Solar Based Trrigation Tube Wells In Merged Districts
Sub Work:- Construction of New Solar Irrigation Tube well at Bosti Khel TSD Darra.

Estimated Cost:- 2173036 /-
Estimated Money:- 43461 /-
Time Limit:- As per work order
MRS
~ 2028 st I Discription Unit Qty Rate Amount
Annwal___
Supply and Erection of A-Grade Solar PV Modules containing N-Type
1 2601-:d.01  [Mono-crystalline silicon A«Grade solar cells, As per approved watt | 13000 4434 576420
speaifications
Suppl ' 1 ROV S ¥ P
2 | 2601403.¢ kt:[\tp\ and Frection of ¥ phase 380V Solar Pamp mverter (MPI]) 1% § " so0: |ssaoszes] sgaves
) 26:01:m-01  |Frame constructed of Hot dipped galvamized) (80 Microns) KG | 32500 | 41126 133660
Supply & Installation, testing and ¢ g of Sub ble Pump
(1S0 - 9906 Certified) coupled with Submersible rewind-able Electric .
4 14:79-d  [Motor with AC winding for discharge Jess than or equal 1o 3000 1GPH and | HP 1000 | 4438857 443886
output capacity greater than 10 WIP and upto 15 WHI (As per Approved
Techmcal Specifications)
Supply and installation of Submersible Flat Cable made of 99 9% copper,
) 447 4
5 b coated with double PVC as per BSS Standards, 3x10 mm2 " ol Meamnices e
Providing, laying, cutting, jointing, testing and disinfecting 1ligh Density
) 24-30-a-04  |Polyethylene Pipe HDPE) Din 8074/Din-8075/1S0-1427 in trenches, M 79.00 717.28 56665
complete in all respects except excavation (75 mm dia) PN-8
7 NSI Bore cover plate Each 1.00 3,000.00 3000
8 NSI Suspension Installation Clamps Each 1.00 3,000 00 3000
9 2601-:n02  |Supply and Erection of Copper Earthing Plate 12"x12"x4mm No 100 | 1560463 15605
10 15-71-b Suitable Capacity Breakers for each stning, Each 200 717.04 1434
" 15.70b Supply and Hc_c(mﬂ transpower auto circunt breaker 3-phase, 400V fungus Each 1.00 234220 2342
moisture proofing - 63 Amp
1 26010 Supply n:ul Erection of BOX 7 STAND for Batteries SIS Inverter & watt 13000 808 105040
Charge Controller
" 06-05-1 Plan Cement Concrete @ placing, I 8 g & curing M3 425 17035.28 72315
(Ratio 12 4)

Total:-] 2109743

Multiplied by area factor @ 3% 63292
Total:-] 2173036
Rs In Million:- 2173

Total Bid Price|

Note: Following Information fo be provided by the bidder otherwise bid shall be declared s Non-responsive (must be duly

Amount Chargeable %e Federnl (FHR) Sale Tay on goods (PRR)

Federal (F1IR) Sale Taxon goods @ % (PRR)

Amount Chargeable % Provisional (KI'PRA) Sales Tas on Services (PRR)
Provistonal (KPI'RA) Sales Tas on Senvices @ % (I'KR)

Note:s

1 1 any other item (s) crop up duning execution of the work, the same shall be executed by the Contractor as per direction of Engincer Incharge and

2 Quantities mention in the 11O Q are tentative basts, which may vary duting execution of the work

0 o4, /j[ /
P a . ‘///
/5- Sub Fugineer Aspist gineer
Irrigation Division
District Orakzai
%6 AT PARV Above / Below

Signature of Contractor
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1GATION DIVISION District Orakza

B.0.0,
Name of work ADP NO.2153/250066 Construction of 30 Nos Solar Based Irrigation Tube Wells In Merged Districts
Sub Work:- Existing Solar Irrigation Tube Well at Akhorwall TSD Darra Kohat,

Estimated Cost:- 2130841 /-
Estimated Money:- 42617 /-
Time Limit:- As per work order
Y MRS Discription Unit Oty Rate Amount

2025 1t B Annual

Supply and Erection of A-Grade Solar PV Modules containing N-Type
1 26-01-d-01  [Mono-crystalline silicon A-Grade solar cells, As per approved watt | 13000 434 576420
specifications

Supply and Erection of 3 phase 380V Solar Pump mverter (MPPT) I8 §

2 26-01-i-03-¢ KW No 100 |S82062.88| 582063

3 26-01-m-01 [Frame constructed of Hot dipped galvanized) (80 Microns) KG 325.00 411.26 133660

Supply & | testing and ¢ g of Submersible Pump
(1SO - 9906 Centified) coupled with Submersible rewind-able Electric

4 14-79-d Motor with AC winding for discharge less than or equal to 3000 iGPH and | HP 1000 | 4438357 | 443386
output capacity greater than 10 WHP and upto 15 WHP (As per Approved
Technical Specifications)

Supply and installation of Submersible Flat Cable made of 99.9% copper,

s 4
wsocor coated with double PVC as per BSS Standards, 3x10 mm2

M 79.00 1,447.02 114315

Providing, laying, cutting, jointing, testing and disinfecting High Density

6 24-30-a-04  |Polycthylene Pipe HDPE) Din 8074/Din-8075/1S0-4427 in trenches, M 79.00 717.28 56665
complete in all respects except excavation. (75 mm dia) PN-8

7 NS! Bore cover plate Each 1.00 3,000.00 3000

8 NS! Suspension Installation Clamps Each 1.00 3,000.00 3000

9 26-01-n-02  |Supply and Erection of Copper Earthing Plate 12"x12"x4mm No 1.00 | 15,604.63 15605

10 15-71-b Suitable Capacity Breakers for each string, Each 2.00 717.04 1434

1 15706 Sugply and Erection transpower auto circuit breaker 3-phase, 400V fungus Esih 1.00 234220 2342
moisture proofing : 63 Amp

12 26-01-0 Supply and Enfc(ion of BOX / STAND for Batteries SHS Inverter & Watt 13,000 .08 105040
Charge C |

3| ogoss [PainCementG luding placing, compacting, finishing & curing | \\3 | 455 | 3703528 | 72315
(Ratio 1:2:4)

Total:-| 2109743

Multiplied by area factor @ 1% 21097

Total:-| 2130841

Rs In Million:- 2.131

Total Bid Price

Note: Following Information to be provided by the bidder otherwise bid shall be declared as Non-responsive (must be duly

Amount Chargeable % Federal (FBR) Sale Tax on goods (PKR)

Federal (FBR) Sale Tax on goods @ % (PKR)

Amount Chargeabl % Provisional (KPPRA) Sales Tax on Services (PKR)

Provisional (KPPRA) Sales Tax on Services @ % (PKR)

Total

Note:-
1 If any other item (s) crop up during execution of the work, the same shall be executed by the Contractor as per direction of Engineer Incharge and
2 Quantities mention in the B O Q are tentative basis, which may vary during execution of the work

3 .. 4
Asyistan cer

Irrigation Division
District Orakzai

% AT PAR/ Above / Below

Signature of Contractor
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Name of work

IRRIGATION DIVISION D! 0

B.0.0,

ADP NO.2153250066 Construction of 30 Nos Solar Based Irrigation Tube Wells In Merged Districts

Sub Work:- Existing Solar Irrigation Tube Well at ARhoes@) 15D Darra Kohat,
Jawayy Estimated Cost:- 2067512 /-
Estimated Money:- 41350 /-
Time Limit:- As per work order
Se 03¢ l:‘:‘\““‘. Discription it Oty Hate Amount
Supply and Erection of A-Grade Solar PV Modules containing N-Type
1 2601401 Mono-crystalline silicon A-Grade solar cells, As per approved wan | 12000 4434 $3200
speaifications
Supply and Frection of 3 phase 380V Solar P i )
1| 2eoriose [P oL e o Pump inverter (MEET) 18 No | 100 |seas2za| swa
3 26-01-m-01 Frame constructed of Hot dipped galvamzed) (80 Microns) "0 30000 41126 123372
Supply & Installation, testing and commissioning of Submersible Pump
(1SO - 9906 Certified) coupled with Submersible rewind-able Electric
4 14.79d Motor with AC winding for discharge less than or equal to 3000 1GPH and | WP 1000 | 4432257 1433
output capacity greater than 10 WHP and upto 15 WHP (As per Approved
Technical Specifications)
Supply and installation of Submersible Flat Cable made of 99.9% copper.
s 4 -01 P =
- . coated with double PVC as per BSS Standards, 3x10 mm2 B o LSS
Providing, laying, cutting, j g. testing and disinfecting High Density
6 24-30-2-04 Polyethylene Pipe HDPE) Din 8074/Din-8075/1S0-4427 in renches, M 7500 71722 srs
plete in all respects except excavation. (75 mm dia) PN-8
7 NSI Bore cover plate Each 100 30000 | ‘s
1) NSI Suspension llation Clamps Each 100 300000 | P
9 26-01-n-02 Supply and Erection of Copper Earthing Plate 12"x12"x4mm No 100 | 15.604 83 | Sm <
10 15-71-b Suitable Capacity Breakers for cach string. Each | 200 71704 i34
0 15700 Supply and Erection transpower auto circuit breaker 3-phase, 400V fungus | o o0 | 5345 09 234
e proofing : 63 Amp
12 26010 Supply and Erection of BOX / STAND for Batteries SHS Inverter & Watt 12000 sos 96960
Charge Controller
Plain Cement Concrete including placing, compacting, finishing & curing |0 | 400 | 4903528 | 72315
1 06051 |Ratio 124) —
Total:-l 2047042
Multiplied by area factor @ 1% 20470
Total:-| 2067812
Rs In Milhon:- 2068
Total Bid Price
Note: Following Information to be provided by the bidder otherwise bid shall be declared as Non-responsive (must be duly supported
Amount Chargeable % Federal (FBR) Sale Tax on goods (PRR)
Federal (FBR) Sale Tax on goods a % (PRI
Amount Chargeable % Provisional (KPPRA) Sales Tax on Senvices (PRR)

Provisional (KPPRA) Sales Tatvon Senvices @

*s (PAR)

Total amount|

Note:-

| If any other fem (3) crop up duning execution of the work, the same shall be executed by the Contractor as per direction of Engincer Incharge and
1 Quantsties mention in the B O ) are tentative basis, which may vary duning execution of the work

e AT PAR/ Above / Below

Signature of Contractor
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GOVERNMENT OF KHYBER PAKHTUNKHWA
COMMUNICATION & WORKS DEPARTMENT
NO.SO(B)/II-10/Standardization//Solar Panels/PBC/2018-19/C&WD

Dated Peshawar the: 29/01/2019

To
Additional Secretary (Admn / Coord), FATA Secretariat Warsak Road Peshawar.

Director General M&E P&D Department, Peshawar.
Director Agriculture Engineering Tarnab Farm Peshawar.
Superintending Engineer, PHE Division Mardan, PHE Department.
Superintending Engineer PBC, C&W Department, Peshawar.
Director General PDA.
Chairman Electrical Engineering Department, University of Engineering &
Technology Peshawar.
Executive Engineer Warsak Canal Division Peshawar, Irrigation Department.

9. Executive Engineer, Peshawar Division, PHE Department.

10. Deputy Director (PHA), ATI Campus Jamrod road Peshawar. o

1. Executive Engineer PBC-Il C&W Department.

12.  Planning Officer, LG&RD Department.

13. Assistant Engr. CSR / MRS (Cell) C&W Department.

14. Manager Energy & Power Department Peshawar.

15. Deputy Secretary (Technical), Public Health Engineering Department, Peshawar.
Subject REVISED TECHNICAL SPECIFICATIONS FOR SOLAR PANELS AND ALLIED

EQUIPMENT (REV 2018).
| am directed to refer to the subject noted above and to enclose herewith

approved Minutes of the standardization of revised technical specification for solar panels and
allied equipment’s (Rev 2018) meeting held on 11/01/2019 at 10:30 AM under the Chairmanship
of Secretary C&W Department along with approved “Revised specifications for supply and
installations of 1).Solar Based Pumping System 2).Solar Buildings / Home Systems
3).Solar Street Lights”, duly approved by Standardization Committee of Khyber
Pakhtunkhwa and approved pre-qualification proforma of solar panels for in:ormatlon and

necessary action at your end, please. m

(Engr. 'ﬁuhammad Imran)
Section Officer (Buildings)

o e T A o

@

Copy is forwarded for information to the:-

1. Chairman Pakistan Engineering Council (PEC) Building, Attaturk Avenue (East) G-
5/2 P.O Box 1296, Islamabad.

2. Director Solar, Alternative Energy Development Board, Ministry of Energy / Power
Division, Government of Pakistan, 2" Floor, OPF Building, Shahrah e Jamhuriat,
G5/2, Islamabad.

3. Manager Technical, National Energy Efficiency & Conservation Authority (NEECA),
Near State Bank of Pakistan, NEECA Building, Sector G5/2, Islamabad.

4. Director Standards, Pakistan Standards & quality Control Authority, PSQCA
Complex, Plot No. ST-7/A, Block No. 3 Scheme No. 36, Near Kamran Chowrangi,
Gulistan E Jauhar, Karachi.

5. Member Custom Policy, Federal Board of Revenue (FBR), FBR House / Building,
Opposite Supreme Court of Pakistan, Islamabad. e "

6. PS to Secretary C&W Department Peshawar. f(

-—

Section Officer (Buildings)

Note: “Revised specifications for supply and installations of 1).Solar Based Pumping System
2).Solar Buildings / Home Systems 3).Solar Street Lights” is uploaded on C&W Department official
website i-e cwd.gov.pk for easy receipt of the same.
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.

q. The Inverter Junction Box should be properly earthed as well as per vetted design of the Engineer
in charge.

All wiring should be in proper conduit of capping casing. Wire should not be hanging loose.

ANl wires should be terminated properly by using lugs / thimble connectors / sleeves. il
Distribution board must be installed with proper screws, !
Electrical Mazards Safety Labels shoukd be pasted on DC Combiner /VFD Enclosure / Charge |

cere s

Controlier /Battery Enclosures. :
v. Following lab tests are mandatory. -~ |
Conductor resistance test, Insulation resistance test, Pressure test, Spark test. g |

w. fﬂmmwmwmh/mtammmmmws ‘

x. DC Cable sizing (For Pumping Schemes) from Junction Box to Inverter as per details below;

" S.No Nos of Strings Cable Size ((mm’) |
- 1 6 nsﬁw!
= = 2 10 >200ft (One Sided)
- size

2
3 T 16
3
5

- a5 2 | should also be
68 35 /ﬁ % increased
° % Sngly.
\
3. NN
a. The panel mounting and structure should ('\‘éfhotdpped(mmmAw)
galvanized steel of minimum thickness of 2.64 mm Channel / Pipe or 8 SWG
/ 4,06 mm Angle (Profile of channe! Attached for Reference)

of supply.
mnsmmwammmanl
structure should not exceed- ‘above the ground and 6 Feet for Roof Top Installations.
d. mmsrmom mmdwwmhomwalsmnbe

mammmmmmmnmmummwmu
mmwmqmummumawammm.
o, Pes ground. The concrete ratio should be 1:2:4.
b 5 kbl - m;:maﬁmmuwmlwmumm(m)awmmu
be
g, The PV modules will be mounted on metallic structures of adeguate strength and appropriate
_design, which can withstand load of modules and high wind velodities up to 150 km per hour.
h.  Due to land Non-availability or any other problem, Structure design can be modified as per
“site requirement. Pole Mounted or manual Tracker Structure can be provided with the |

@ R

I, Array fasteners (nut/bolts/washers) between PV Module and Structure shall be stainless steel.

9\ \ Washers should be installed on both sides of Module frame,

» ) The minimum space between two PV Modules should be 2.54 am (1 inch), to avoid air push

\\é\ over PV Modules.

. k. Mechanism / arrangement for cleaning of PV Panels should be provided, L.e: Space and |

&t ladder between panels or at the back side of structure, so that the operator can safely cimb |
and clean the panels,

I All other array fasteners Structure shall be stainless steel or galvanized steel that provides the

Page 4 of 24
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a. The PV module(s) shall contain mono crystalline silicon Grade-A Solar cells. (N-Type Mono PV |
Cell Modules and Bifacial Double Glass Modules due to its better performance will be given

preference).

b. The PV module should Work well with high-voltage input Inverters/ charge controllers (1000 |
vdc).

c.  The PV Panel must have clear anodized aluminium frame with Anti-reflective, hydrophobic, low- 1:
iron Tempered cover glass. |

d. The Solar Modules shall meet the following valid IEC Standards or latest:

o IEC 61215-1, IEC 61215-1-1, IEC 61215-2 :2016 (Design Qualification)
IEC61730-1:2016 (Safety - Requirements for construction)
1EC61730-2:2016 (Safety - Requirements for testing) i
IEC TS-62804-1. (i.e: TUV PPP-58042 or Equivalent) Anti-PID Cefﬂﬁcatbn I
IEC 61701 Salt Mist Corrosion Resistance Test (Latest) \ : f
1EC 62716 Ammonia Corrosion Resistance Test (Lat&st) I
1EC 60068-2-68 Sand and Dust Erosion Resistance Test.-

e. Unique Serial number, Name / Logo of manufacturer. andx;eparahe date of manufacturing 1
(DD/MM/YYYY) should be laminated inside the module SO as “to be clearly visible from the front ‘
side.

f. A properly laminated sticker containing the following detmls should be available at the back side

of the module.

Name of the manufacturer / distinctive jogo v

Model Name and Type of Cell Technology:. l

Peak Watt Ratting (Wp) and Power Tolerance Range |

Voltage (Viry) and Current (L) at STC - 1

Open Circuit Voltage (Voc) and Short Circuit Current (Isc)

Maximum System Voltage (Vgc) (i-e: This should not be less than 1000 V) |

Dimensions of PV Module -

Test Standard(s) to which the module has been tested and certified.
g. Following essential technical parameters of solar panel/modules should be provided with each i
panel supplied as well as in the technical proposal. §

« 1-V curve for the solar photovoltaic module/panel.
« Date and year of obtaining IEC PV module standardization qualification certificate.
. Eled:rlcal Data (i.e: Pmax, Voc/Vmp, Isc/Imp at nominal Cell Operating Temperature I‘

VYVYYVYNYNYY

|

\“9 Module efficiency at STC. |
gt\%‘ ?eg\\'ﬁ‘ Working temperature range of PV Module.
2 (“a\ Each panel should have factory equipped weather proof terminal junction box having at least IP67 t
*9‘(\ protection with provision of opening for replacement of DC cables, blocking diodes and easy |
debugging if necessary.
i.  Limited performance guarantee: panel power, in standard conditions, will not be less than 90% of |
X nominal power by the end of 10 years of operation and at least 80% at the end of 25 years of ||
operation with 25-year limited power warranty. I
/ j.  The PV Module should have at least 10-years warranty for any defects and efficiency as mentioned ‘
* _above. It should be provided OnStampPaperSI ned and Sealed byContractoratmetimeofl
" Handing/Taking Over. SE2
X k. The PV Module should have at-least 17.50 % e

P P er Tolerance. |
) age 20f 2 M




. The PV modules offered should not be more than 12 months old from the date of issue of work \
order.

m. PV Module should have a Snow Load bearing of 5400 Pa and Wind Load Bearing of at least 2400 1
pa however if department deem appropriate may go for 3800 pa wind load depending upon their ||
requirement.

n. The Solar Module should be free from visual and cosmetics defects.

The department/consultant on the expense of contractor/supplier shall verify Flash test reports
with serial numbers from manufacturer for each panel (at the time of supply).

p. Al information regarding solar panel with above mentioned featured data should be acoessibie and
verifiable online on the manufacturer website. y . |

q. IEC accredited lab test for solar panels is mandatory. X }

r.  EL (Electro-luminous) test will be performed randomly for each individual project at the cost of ||
contractor/supplier.

2. CABLE & WIRING:

a. TheAC/DCcablsshouldbemadeofSSQ%mppersh'andsandFladble !

b. From PV Panel to Junction Box, XLPE or XLPO insulated & XLPE/PVC. Sheathed, UV stabilized single
core, Double Insulated. Stranded /flexible cables (Conformmg prererably to EN 50618 or IEC FDIS
62930) be used.

c. From JB to Inverter, the DC cable must have Slnglem.\\double insulated and suitable for
minimum 1000 Vi transmission. 1

d. From Inverter to batteries, the DC cable can bg smgﬁ insulated, Single Core and suitable for |
minimum 300 Vi transmission. g\ ‘

e. DC circuit breakers (not fuse) of > Voc of Stﬁng‘\(gltage and suitable ampere rating (1.25 to 1.50 |
Times of Rated Current of all strings conhected) must be installed between PV modules and ||
controller / inverter. '

f. AC Circuit Breaker (s) of suitable mmp.(kzs to 1.50 Times of connected Load) must be installed
between Controller / inverter to Load and Grid to Controller / Inverter.

\s\g. AC / DC breakers should be marked:with the manufacturer model number, rated voltage, ampere

rating and batch/serial number. ., '

h. DC / AC breakers rating shou!d be approved from Engineer In-charge before installation at site, \

i. To prevent solar panels from damage an appropriate size of DC Breaker / Fuse should be installed
A for each PV string and Surge Protection should be installed for combined Array (before Main DC |

Breaker / Inverter).
07\\0\ j. DC Breaker, AC Breaker & Change overs should be placed in an enclosure. All Enclosures /
% Junction boxes should be made from Hot Dipped Galvanized Sheets of minimum 16 SWG. .
v\ k. Cables shall be clearly labelled with essential electrical parameters including manufacturer name, |

Voltage Range, standards etc.
I. Al DC Wiring shall be aesthetically neat and clean, over all wiring/connection losses shall not
exceed 1% of the total rated output power. ,
m. All connections/ socket outlet among array, controller, inverters, batteries, and pumping set etc |
must be made in junction boxes of adequate protection level.
n. All wires/cables should be in standard flexible UV-Resistant conduits / HDPE of PN12, SDR 13.6,
/ PE100 for outdoor installation & (2-3 feet deep) for underground wiring / Cabling and PVC ducts |

for indoor installation.
‘h\e DC Combiner Junction Box should be properly earthed including earthing of door as well.

O

p.. The DC Combiner should contain proper bus bars of adequate size each for Positive, Negative and '
» . Earthing. ’
’ 1
T o Page 3 of 24L
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|
4. EARTHING/ GROUNDING: *

a.

5. BATTERIES:

0\1‘» The battery shall meet the requirements and recommendations given in IEC 61427, IEC 60896

\“ee“
pesbl

m. The PV modules will be mounted on metallic structures at the inner holes for cantilevered

a.

b.

[ o

d.

installation, which will evenly distribute the load of the panel around the support structure on 'q
both sides and in the middle.

The PV Panel frame and structure should be connected by the shortest practical route to an |
adequate earth contact (of Less than 5 Ohms Resistance) as per requirement of equipment
manufacturer and site earth conditions, using an uninterrupted conductor. Grounding can |
reduce the risks of damage from lightning-induced surges.

The Sizing of Earthing conductor will be done as per NEC Table 250.122

The grounding conductor should be 99% Copper and PVC insulated / Bare Copper if installed
underground along a defined path where size & Design shall be approved from Englneer In-
charge before installation at site.

Motor, inverter, Battery / Battery Box (if required), Main Distnbptim -Board should be ||
connected to an adequate earth contact / Grounding. ‘
Ground enhancement material (GEM) shall be used below and abow the Earthing plate for
proper grounding. Gravel or coarse sand shall be pour along with §olr6n the pit. ¢
Grounding/EartmngplaﬁeshouldbemadeofCoppef(plateéf'%mmthlcknss&Size‘
minimum 1.0 x 1.0 Ft. ‘
Grounding / Earthing conductor should be connecng;no th plate / Rode / GI Pipe by proper ||
connector of minimum depth of 6 feet. \ |
Alternatively Earthing Rod of suitable size and Qgtq‘c‘an be installed. (Instead of Plate). If
given / mentioned in the BOQ/Design and Etﬁpeer'lr'\-Charge Approval.

All nut / bolt and Earthing clamp shall bg‘stn(nlas steel or galvanized steel.

The battery should be Deep Cycle, GEL. OPzV/OPzS Lithium LiFePO4, Lead Carbon Type or
equivalent, (Note: Battery type shall b&?.peclﬁed in the bidding documents.)

The battery must ensure safe and reliable operation in the whole range of ambient
temperatures from -5° C to + 502 C.

The maximum pefmissible _self-discharge rate should not be more than 5 percent of rated !|
capacity per month at. 25° G.

The battery shall have .a certificate of compliances, issued by a recognized laboratory.
The Batteries should have three years Comprehensive replacement warranty.

‘22 (For VRLA) or equivalent. Lab Test Reports for battery cycle life should be provided.

Battery must support parallel connection to increase capacity in case of future expansion.
Each Battery should have following minimum information printed on battery: .
« Model Number, Serial Number and Type of battery. I
« Rated Voltage and Capacity (AH) at discharge rate of 10 Hours.
e Origin of made.
« Manufacturer Name with distinct logo.
The following information must be provided in the data sheet while submitting technical bid.
« Certification/Test Standard(s) of the battery.
« Information regarding cycles & self-discharge rate.
In case of rechargeable battery bank (having more than one battery), the interconnection shall
be made using lead plated copper bus bars or properly insulated flexible copper conductors.
Battery disconnect switch / breaker of suitable size should be installed between batteries and ‘
inverter / charge controller.
The Battery must have Low self-discharge mmm memory effect and No gassing.
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and neat appearance. Battery Box /stand should be installed at a place in accordance with |

user's preference x

7. LED FLOOD LIGHTS:
a. Solar Based LEDs/Light fixtures shall conform to the latest IEC/ISO internationally recognized '

standards.
b. LEDs/Light fixtures should not be Chip-on-board (COB) single chip type due to their poor heat '
dissipation.
c. LEDs/Light fixtures shall be modular type with proper heat sinks. N
d. Solar based lights (LED fixtures etc) should provide at least 100 Lumen/watt. X 3
e. The Color rendering Index (CRI) must be equal or greater than 70 {\ |
f. LEDs/Light fixtures should be designed to deliver at least 10 years of service. .’
g. Complete lightening unit shall be weather proof (Protection Class IP65). - “
h. TheoutputﬁunﬁmeLEDs/UgMﬁxmresstwuldbemtantﬂ\mugmmﬂaeduwcyde :
8. AC ENERGY EFFICIENT LED LIGHT BULBS: o \¢ '
¢ l
|
B "‘
@ |
'. ’ , 'S
Cool | — N 20.70
in ; \
Globe E27 or {| An20 10,000 & ;
Warm | 100W | 6500K { ™ 220 Vac
White &%

\
N I
Note: : ANV |
« LED Light Bulbs should be marked with @e\mapufacturer model number, rated voltage, Wattage. ||

. S0Max | 2320 I

. 10% + in Power Consumption is Allowed as per PSQCA Standard i

. Rated Voltage: 230 V~ (£10V) f

Rated Frequency: 50 Hz ;

. Insulation Class: 155 (F) or better }

\ . Motor Core: Electrical Steel Sheet |

Q \ . Winding Wire: 99.99% Super Enamelled Copper CA Wire or 99.99% Pure Copper Wire. |
Note:

e
o Qanp oy

* Energy efficient fan should be marked with the manufacturer model number, rated voltage, and ”
wattage.

DC ENERGY EFFICIENT LED LIGHT BULBS: ,

. The LED lamps must have luminous efficacy of at least 80 Im/W (at 25 °C ambient |

. temperature). i
. The LED lamp must be protected against reversed polarity of the operation voltage. “
. Base shall be an E-27 thread type.

. The emitted light shall be cool or warm white. ‘
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5.1  GEL BATTERIES:

5.1.1 Cycle life of the GEL battery (12V) before 80% capacity of Initial Capacity must be
minimum 1000 cycles @ 50% depth of discharge (DOD) at discharge rate of 10 Hours

5.1.2 Cycle life of the GEL battery (2V Cell) before 80% capacity of Initial Capacity must be
minimum 1300 cycles @ 50% depth of discharge (DOD) at discharge rate of 10 Hours

5.2  LEAD CARBON:

5.2.1 Cycle life of the Lead Carbon battery (12V) before 80% capacity of Initial Capacity must |
be minimum 2000 cycles @ 50% depth of discharge (DOD) at discharge rate of 10 |
Hours. B, " |
5.2.2 Cycle life of the Lead Carbon battery (2V) before 80% capacity of Initial Capacity must ;
be minimum 2500 cycles @ 50% depth of discharge (DOD) at discharge ‘rate of 10 |
Hours. ‘
5.3  OPzV / OPzS BATTERIES:

5.3.1 Cycle life of the OPzV / OPzS battery (12V) before 80% capacity.of Initial Capacity must
be minimum 2000 cycles @ 50% depth of discharge.(DOD) at discharge rate of 10
Houis , N\
5.3.2 Cycle life of the OPzV / OPZS battery (2V Cell) before 80% capacity of Initial Capacity |
must be minimum 2500 cycles @ 50% depth of discharge (DOD) at discharge rate of 10 |
Hours &
5.4  LITHIUM BATTERIES (LiFePO4):

5.4.1 Cycle fife of the Lithium LiFePO4 battery before 80% capacity of Initial Capacity must be |
minimum 5750 cycles @ 50% dépth of discharge (DOD) at discharge rate of 10 Hours. |
5.4.2 The battery must have Integrated Battery Management System (BMS) to ensure battery |
safety and reliability. . . ‘
5.4.3 The BMS of the battery must have the following specifications:
« Temperature protection
- »  Over charge protection

|
1]
|
|
{
i
|
|

) « Low voltage disconnect
e\\ 2t :
“.ga! = High Voltage Disconnect
99" = Short circuit alarm function

= Self-balancing function
5.4.4 The LiFePO4 Battery must have LED status and alarm indication.
5.4.5 The charge and discharge rate of the battery must be designed at 0.2C minimum but |
capable of handling 0.5C charge and discharge currents. §

Note: |

Product brochure, catalogue and certificates must be attached with the Technical Bid. }

>H NVERITER LHAN ONTROLLER:

a. The batteries should be housed in a vented compartment/stand that prevents users from

coming in contact with battery terminals. This compartment/stand should be strong enough to |
accommodate the weight of the battery. ;
A mechanism to prevent opening and entry of the battery should be provided. ;
This compartment should be manufactured of mild steel of at least 18 SWG. |
The compartment should be powder coated paint. {
The entire enclosure/stand must be constructed to last at least twenty years without |
maintenance and should be protected against corrosion. The enclosure should have a clean |

PN o

=
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e. The wide angle shall be between 120° to 125°.

f. Operating Voltage 12Vdc / 24Vdc

g. Lamps should be marked with the manufacturer model number, rated voltage, wattage and |
date of manufacture or batch number.

Metal Blades 30-36 RPM 9.54 1224

18 Inch (with Speed (Full g~y ™ 12/ 24
L Control) 18-30 W Speed)” | | 522

r N )
13. INVERTER BASED SPLIT AC 2N T
lnvernerbasedACwithbod'nheaﬁngandooglng_ 4
' S.No DESCRIPTION UNIT AILS :
1 | Compressor Type ... | Multistage Rotary
2 | Noise Level (Indoor) | Db AN | <50
3 | Voltage Range Volts Max) | 180 to 250 Vac

ol
14.  PVC CHANNEL DUCTS & PIPES |

QL), product of good quality standard material standardized by the provincial standardization |

4 \% e \\ ittee with suitable size to be provided / used, as per direction/approval of Engineer In-
o pe® |
N;(\'%@bv b. Ductmg must be done with proper steel nails and clips. !
iy c. Al ducting (wiring) must be align. I
v 15.  FLEXIBLE PVC PIPE |
\ a.muexiuewcupesrmwbeofgooaquantymamnsmndardszedbymepmvindan]

|

|

)

|

Q standardization committee with suitable size to be provided / used, as per direction/approval of
/Q\ Engineer In-charge.
b 16. CIVIL WORK:
k The following Civil Works should be carried out for ground installation of SPV |
Q Modules/mounting structures.

a. Minor Cutting and dearing of trees/plantation to avoid shadows.
b. Civil work for earthing system as per the statutory requirements.

17.

/ " The Roof Paint should be ultra-white, high reflective,100% acrylic elastomeric roof sealer designed ||
for fixing leaks in roofs the paint should contain heat reflective pigments and additives that provide
an excellent, highly protective barrier which the sun’s heat and destructive UV rays leaves

a brilliant ultra-white finish, reducing surface heat ion up 20°F.
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B - SPECIFICATIONS FOR SOLAR PUMPING SYSTEMS

19. PUMP (SUBERSIBLE):
Pump should be supplied having standard 1SO-9906 specifications. The pump must be !
submersible, made of stainless steel. The characteristic curves (Original from Manufacturer)
showing the efficiency at duty point and performance of the pump should be provided in the |
technical proposal and also at the time of pre-supply testing. The quoted pump should be tested
for its performance and certified as per 1SO-9906 standard. The pump should be suitable. for
installation and operation in tube wells/dug wells/open well with clear water discharge. Pump shall
comprise of bowl assembly and non-return valve as integral part of pump’s parts. Pump and' ‘motor
shall rigidly couple through NEMA standard coupling. The stage casings of pumbs(;‘should be
connected as per NEMA/ANSI/AWWA /ASTM/BSS standard. Each stage casing.must have
replaceable wear ring. The impellers shall be secured to the pump shaft. with tapered conical
sleeves pressed into the taper bore of impeller or impeller secured through.chrome plated stainless
steel hexagonal sleeves. Suction casing must be between pump and motor with suction strainer as |
protection of pump agamst coarse impuntles of the quuid handled. s ‘

_ |
S.NO | Components Specifications \ X - }
[ ; 9 |

.| PN Value / Bar Capacity of Valves must be more than Installed |
| Pump Max/Shut-off Head Minus Static Water Level of Bore, J

1 | Casing/Diffuser The Casing/Diffuser should be in. fabricated stainiess steel AISI
304 / 316. ¢ ~ ]
2 | Impellers Stainless steel AISI 304 / 316.
3 | Driving Shaft Stainless steel 304/420./ 316
4 [Sleeves | Stainless steel AISI 329/ 304 / 316
5 | Gaskets Rubber Gaskets . =
|6 | Bearings AISI 329 stainless steel i
7 | Coupling & Screen | Stainless steel AISI 316/319/304/420 ;
L + Cable Guard e
8 | Non-Return Valve / | As per British standard specifications (BSS), j
' # | Sluice Valve Minimum PN16 (16 Bar) or Above (As Per Site Requirements) ‘
|
|

k. (Leakages in Valves are NOT Acceptable).
?ﬂsure..cquge As per British standard specifications (BSS), having PSI or Bar
\\“ scale (4 Inch Size), Liquid Filled, minimum 350 PSI Range,

|
. Looped Siphon tube Pipe, Stainless Steel/polypropylene Casing. I
Clamps Steel — Pressed |
|
l
|
{

Pump Efficiency Minimum efficiency of the pump (For discharge of 3000
? GPH and more) should be 70% ensured at duty point.
(Duty Point of the Pump be preferably selected at the
peak efficiency point or (Within £10% of discharge) of
Pump Peak efficiency Point)

/ 20. MOTOR:
The winding material should be 99.99% copper. The motor should have wet type, water cool ||
rewind-able/repairable stator. The motor should have non-disposable/non-hermetically sealed |
winding. The insulation class of the winding material should be mentioned. For each model quoted,

all the technical parameters such as rated voltage, power factor, efficiency, full loaq ampere, speed ’
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